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6" Rewindable
Motors

in aggressive media, motors made of 316SS and 904L are available.

•  SiC seal system is standard
• 
• 
• 
• 
• 
• 
• 
• 

• 
• 
• 
• Starts per hour: max. 20
• 
• Motor Lead in 4m length (KTW approved)
• 
• N
• N
• 
• 

Options
• 
• 
• Motors in 316SS and 904L
• 

• PT 100 temperature sensor (sold separately)
• Lead in different lengths up to 50m



121

PN U
N
 / f

  

PE2/PA

4,0
380 - 415 / 50

460 / 60 262 610 262 710
8611 6611 7611 *7**

380/ 60 262 660 262 780
380 - 415 / 50

460 / 60 262 611 262 711
8611 6611 7611 *7**

500 / 50 262 511 262 811
380/ 60 262 661 262 781

380 - 415 / 50
460 / 60 262 612 262 712

8611 6611 7611 *7**
500 / 50 262 512 262 812
380/ 60 262 662 262 782

380 - 415 / 50
460 / 60 262 231 262 331

8611 6611 7611 *7**
500 / 50 262 27 262 371
380/ 60 262 221 262 321

11

380 - 415 / 50
460 / 60 262 613 262 713

8611 6611 7611

*7**

500 / 50 262 513 262 813
*7**

380/ 60 262 663 262 783
380 - 415 / 50

460 / 60 262 232 262 332
8611 6611 7611 *7**500 / 50 262 27 262 372

380/ 60 262 222 262 322
380 - 415 / 50

460 / 60 262 614 262 714
8611 6611 7611 *7**500 / 50 262 514 262 814

380/ 60 262 664 262 784
380 - 415 / 50

460 / 60 262 615 262 715
8611 6611 7611 *7**500 / 50 262 515 262 815

380/ 60 262 665 262 785

22

380 - 415 / 50
460 / 60 262 616 262 716

8611 6611 7611 *7**500 / 50 262 516 262 816
380/ 60 262 666 262 786

26

380 - 415 / 50
460 / 60 262 233 262 333

8611 6611 7611 *7**500 / 50 262 273 262 373
380/ 60 262 223 262 323

380 - 415 / 50
460 / 60 262 617 262 717

8611 6611 7611 *7**500 / 50 262 517 262 817
380/ 60 262 667 262 787

380 - 415 / 50
460 / 60 262 618 262 718

8711 6711 7711 STANDARD500 / 50 262 518 262 818
380/ 60 262 668 262 788



122

PN Thrust UN nN
I
N

I
A at % load at %  load T

N
TA

100 100

4 15500
380 2910 10,4 48 71 75 76 0,59 0,71 0,78 13,1 15,5
400 2930 10,6 51 68 73 76 0,53 0,65 0,73 13,1 17,3
415 2930 10,9 53 65 72 76 0,50 0,61 0,69 13,0 18,8

15500

380 2860 13,7 48 74 76 75 0,67 0,78 0,83 18,3 15,5
400 2890 13,3 51 72 76 76 0,62 0,74 0,81 18,2 17,3
415 2890 13,4 53 71 75 75 0,59 0,71 0,78 18,1 18,8
500 2890 10,6 41 72 76 76 0,62 0,74 0,81 17 18

15500

380 2860 18,3 59 77 78 76 0,70 0,80 0,84 25,0 19,2
400 2880 17,7 63 75 78 77 0,65 0,76 0,82 24,8 21,5
415 2890 17,7 65 73 77 77 0,61 0,73 0,80 24,7 23,4
500 2880 14,0 50 75 78 77 0,65 0,76 0,82 22 25

15500

380 2850 22,0 74 79 80 78 0,71 0,80 0,84 31,1 25,9
400 2870 21,4 78 78 79 78 0,64 0,76 0,82 31,0 29,0
415 2880 21,2 81 76 79 78 0,60 0,72 0,80 30,9 31,4
500 2870 17,1 62 78 79 78 0,64 0,76 0,82 29 31

11,0 15500

380 2860 25,8 93 78 80 78 0,71 0,80 0,85 36,7 31,5
400 2880 25,2 98 77 80 79 0,65 0,76 0,83 36,4 35,3
415 2890 25,1 102 75 78 79 0,61 0,73 0,80 36,3 38,2
500 2880 20,0 79 77 80 79 0,65 0,76 0,82 35 36

15500

380 2880 30,1 118 80 81 80 0,68 0,79 0,84 43,1 45,0
400 2900 29,6 125 78 80 80 0,61 0,74 0,81 42,8 50,3
415 2900 29,7 130 76 79 80 0,57 0,70 0,78 42,7 54,6
500 2900 23,7 100 78 80 80 0,61 0,74 0,81 50 43

15500

380 2880 33,9 140 81 82 81 0,71 0,81 0,85 49,7 53,9
400 2890 33,1 148 79 81 81 0,65 0,77 0,83 49,4 60,4
415 2900 33,0 154 77 80 81 0,60 0,73 0,81 49,3 65,5
500 2890 26,4 119 79 81 81 0,65 0,77 0,83 60 49

15500

380 2860 42,3 172 81 82 81 0,68 0,78 0,84 61,7 75,2
400 2880 42,0 182 78 81 81 0,61 0,74 0,80 61,2 84,3
415 2890 42,5 189 76 79 80 0,57 0,70 0,77 61,1 91,3
500 2880 33,6 146 78 81 81 0,61 0,74 0,80 84 61

22,0 15500

380 2880 49,1 218 82 84 83 0,68 0,78 0,84 72,6 91,2
400 2900 49,0 231 80 82 82 0,61 0,73 0,80 72,5 102,2
415 2910 49,6 240 77 81 82 0,56 0,69 0,77 72,2 110,7
500 2900 39,2 185 80 82 82 0,61 0,73 0,80 102 72

26 15500

380 2880 57,5 268 83 84 83 0,68 0,79 0,86 86,0 120,4
400 2900 56,7 284 81 83 83 0,61 0,74 0,83 85,6 134,7
415 2910 57,3 296 78 82 82 0,56 0,69 0,80 85,3 146,1
500 2900 45,7 227 80 83 83 0,61 0,74 0,81 135 86

27500

380 2900 66,4 328 82 84 83 0,67 0,78 0,84 98,8 135,0
400 2910 66,4 347 80 83 83 0,60 0,73 0,80 98,4 151,0
415 2910 67,5 361 77 81 82 0,55 0,68 0,77 98,2 163,0
500 2910 53,2 277 80 83 83 0,60 0,73 0,80 151 98

27500

380 2890 82,0 409 83 84 83 0,67 0,78 0,85 122,1 192,8
400 2900 81,9 433 80 83 83 0,60 0,72 0,80 121,6 215,8
415 2910 83,9 450 77 81 82 0,55 0,68 0,76 121,3 234,0
500 2900 65,6 346 80 83 83 0,60 0,72 0,80 216 122
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PN Pmax Thrust UN n I
max

I
A

max

at % load
cos 

max
 (Pf.)

at % load
T

max
T

A

100 100

4 4,6 15500
230 3520 21,0 106 70 75 77 0,52 0,64 0,73 12,5 18,6
380 3530 13,3 61 66 72 77 0,51 0,63 0,71 12,4 15,0
460 3520 10,1 51 70 76 78 0,56 0,67 0,75 12,5 15,3

5,5 15500
230 3490 26,1 106 74 78 78 0,61 0,73 0,80 17,3 15,9
380 3480 15,4 61 76 78 78 0,64 0,75 0,81 17,3 15,0
460 3480 12,9 51 74 77 77 0,65 0,76 0,82 17,3 15,1

7,5 8,6 15500
230 3490 35,9 146 75 79 79 0,58 0,71 0,78 23,6 22,4
380 3480 20,8 81 76 79 79 0,64 0,75 0,81 23,6 20,2
460 3470 17,2 64 75 78 78 0,67 0,77 0,82 23,7 19,4

9,3 10,7 15500
230 3490 44,4 183 75 79 79 0,59 0,71 0,78 29,3 28,9
380 3470 25,6 100 77 80 80 0,64 0,75 0,81 29,4 25,9
460 3460 20,8 78 78 80 80 0,67 0,78 0,82 29,4 24,4

11,0 12,7 15500
230 3490 51,2 220 77 80 81 0,60 0,72 0,79 34,6 35,6
380 3490 30,3 129 77 81 81 0,62 0,74 0,80 34,5 34,3
460 3480 25,0 98 78 81 80 0,68 0,77 0,83 34,7 31,5

13,0 15500
230 3500 62,4 288 76 80 81 0,55 0,68 0,76 40,7 50,5
380 3500 36,3 164 77 81 82 0,59 0,71 0,78 40,7 47,2
460 3490 29,0 125 78 81 81 0,65 0,76 0,82 40,9 43,3

15,0 15500
230 3500 65,9 325 80 83 83 0,63 0,74 0,81 47,0 59,5
380 3490 39,1 188 81 83 83 0,66 0,77 0,82 47,2 56,5
460 3490 32,1 151 80 83 83 0,68 0,78 0,84 47,1 55,6

18,5 15500
230 3490 85,4 402 77 81 82 0,59 0,71 0,78 58,1 81,8
380 3490 52,5 249 76 80 81 0,58 0,70 0,77 58,1 83,6
460 3480 40,6 184 80 82 82 0,65 0,76 0,81 58,4 74,5

22,0 15500
230 3510 100,2 520 82 84 84 0,65 0,74 0,77 68,8 96,6
380 3510 59,9 309 82 84 84 0,67 0,75 0,78 68,8 94,9
460 3500 47,1 232 83 84 84 0,72 0,79 0,82 69,1 85,8

26 29,9 15500
230 3510 118,3 657 83 85 85 0,63 0,72 0,76 81,3 135,0
380 3500 67,5 360 83 85 85 0,62 0,74 0,81 81,6 121,4
460 3500 55,7 287 83 85 85 0,64 0,76 0,84 81,6 117,2

30,0 27500
230 3510 135,7 758 78 82 83 0,58 0,71 0,78 93,8 139,6
380 3510 79,6 436 79 83 84 0,62 0,74 0,81 93,9 132,9
460 3500 64,4 346 81 84 84 0,64 0,75 0,82 94,0 126,4

37,0 42,6 27500
230 3510 169,9 937 77 81 82 0,59 0,71 0,78 115,8 193,6
380 3510 102,8 567 77 81 82 0,59 0,71 0,78 115,8 193,6
460 3500 79,1 430 82 84 85 0,63 0,75 0,81 116,0 177,8
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PN Ø
2

H / B Motor Design up to 12.2012 Motor Design 

Cast Iron

1 4G2,5 7,0 x 19,0 4 308 710 100 308 660 801 308 660 821 308 660 831 308 660 811

1 4G4 8,2 x 23,0 4 308 710 101 308 660 802 308 660 822 308 660 832 308 660 812

1 4G6 9,0 x 25,0 4 308 710 103 308 660 803 308 660 823 308 660 833 308 660 813

PN

 
Ø

2
B / H

Motor Design up to 12.2012 Motor Design 

 
Cast Iron

1 3X2,5 7,3 x 15,3 4 
308 710 104 308 660 806 308 660 826 308 660 836 308 660 816

1 4G2,5 7,0 x 19,0 4 

1 3X4 8,5 x 17,8 4 
308 710 105 308 660 807 308 660 827 308 660 837 308 660 817

1 4G4 8,2 x 23,0 4 

1 3X4 8,5 x 17,8 4 
308 710 106 308 660 807 308 660 827 308 660 837 308 660 817

1 4G4 8,2 x 23,0 4 

P
N
 

Ø

all Ratings 1G10 mm² D 6,1 mm  (±0,3) 1 4 308 055 040

Motor Design up to 12.2012 Motor Design 

Kit
308 660 805 308 660 825 308 660 835 308 660 815

Electrical Connection

U PE
brown grey yellow/green

H

Ø

B

H

Ø

B

H

B Ø

*

D

Ø



125

10

15

20

25

30

35

40

45

50

55

0.75 m/sec

0.5 m/sec

0.2 m/sec

0.1 m/sec

30

35

40

45

50

55

60

65

70

75

PVC
Windings

PE2/PA
Windings

De-Rating Factor [%]
80 85 90 95 100

M
ax

im
um

 A
m

bi
en

t T
em

pe
ra

tu
re

 [°
C]

De-Rating of 6" Rewindable Motors 4 - 15 kW
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De-Rating of 6" Rewindable Motors 18,5 - 30 kW
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De-Rating of 6" Rewindable Motors 37 kW
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6" Rewindable Motor Design

Construction Materials

Shaft Extensions 1.4021 1.4462 1.4462

Slinger NBR NBR NBR

Seal SiC/SiC SiC/SiC SiC/SiC

End bell, NEMA 1.4308 1.4408 1.4539

Stator Shell 1.4301 1.4571 1.4539

Diaphragm EPDM EPDM EPDM

Diaphragm Cover 1.4301 1.4404 1.4539

Ø 

L

72
,9

 ±
0,

1

143

35
 (1

,3
8)

5,
5+0

,3
5

   
 0

Ø 46
(1,81)
Ø 32,2
(1,27)

Ø 25 + 0
- 0,033

4 x M12

DOL

P
Motor weights [

B H

Motor incl. pack
4 679 43 48

155 270 905
679 43 48
699 45 50
729 49 54

11 759 53 58
809 57 62

155 270 1135854 61 66
899 66 71

22 989 77 82
26 1094 88 93

155 270 14351194 98 103
1274 105 110
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PN  Turns per
coil   Isolation

Group 
connection  length 

Resistance 
coil 

Resistance
 YD  

Resistance 
 

4 326 364 999 0,9 / 1,6 Serie 540,00 4,8800 5,1700 3,5000

326 364 999 0,9 / 1,6 Serie 540,00 4,8800 5,1700 3,5000

326 375 999 1,0 / 1,7 Serie 500,00 3,6710 4,0400 2,7200

326 374 999 1,1 / 1,8 Serie 466,00 2,8270 3,0200 2,0600

11 326 373 999 1,2 / 1,9 Serie 436,00 2,2200 2,3500 1,6060

326 372 999 1,3 / 2,0 Serie 400,00 1,7330 1,8800 1,2430

326 366 999 1,4 / 2,2 Serie 395,00 1,4550 1,5260 1,0160

326 371 999 1,5 / 2,3 Serie 362,00 1,1610 1,2220 0,8250

22 326 370 999 1,7 / 2,5 Serie 342,00 0,8520 0,9200 0,7130

26 326 378 999 1,9 /2,7 Serie 330,00 0,6570 0,6980 0,4700

326 369 999 1,4 / 2,2 Parallel 624,00 0,3810 0,6100 0,4120

326 377 999 2,0/ 2,9 / 3,1 PE2/PA Serie 302,00 0,5420 0,5900 0,3840

 

PN  Turns per
coil   Isolation

Group 
connection  length 

Resistance 
coil 

Resistance
 YD  

Resistance 
 

4 326 461 999 1,1 / 2,0 PE2/PA Serie Y 311 1,8500 - 3,7000

326 461 999 1,1 / 2,0 PE2/PA Serie Y 311 1,8500 - 3,7000

326 428 999 1,3 / 2,2 PE2/PA Serie Y 295 1,2480 - 2,4960

326 429 999 1,4 / 2,3 PE2/PA Serie Y 274 1,0060 - 2,3200

11 326 430 999 1,4 / 2,4 PE2/PA Serie Y 255 0,9280 - 1,8560

326 431 999 1,6 / 2,6 PE2/PA Serie Y 240 0,6670 - 1,3340

326 432 999 1,3 / 2,2 PE2/PA Serie 395 1,6870 1,6870 1,2466

326 433 999 1,3 / 2,2 PE2/PA Serie 362 1,5500 1,5500 1,0333

22 326 434 999 1,5 / 2,5 PE2/PA Serie 342 1,0940 1,0940 0,7293

26 326 435 999 1,7 / 2,7 PE2/PA Serie 330 0,8210 0,8210 0,5473

326 436 999 1,3 / 2,2 PE2/PA Parallel 624 1,3260 0,6630 0,4420

326 377 999 2,0/ 2,9 / 3,1 PE2/PA Serie 302,00 0,5420 0,5900 0,3840

 400 >
20 >
4 >
1       

Motor Repair instruction

Pictured Repair instruction)

Motor Design 
up to 12.2012

Mod.- Nb. :

308 018 460

308 018 ***

Motor Design 
starting 01.2013 308 018 624
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19

20

21

22

23

24

Kit 4

Kit 3

156 527 101

177 465 102

Kit 4

156 528 101

17

32

31

33

31

17

27

28

Kit 1

Kit 2

29see page 107

28Kit 2

Kit 3

156 360 101

see page 107

see page 103

156 360 101

Kit 3

1

2

3

4

5

7

9

10

8

6

11

12

13

14

15

12

15

16

17

34

35

36

37Kit 3 / 4

Kit 3

Kit 3

Kit 3

Kit 3

Kit 4

see page 103

Kit 5

Kit 5

Kit 4

Kit 4

Kit 2

Kit 2

Kit 4

177 515 101

Kit 3 / 4

Kit 3 / 4

4-26 kW/ 162 106 801

30-37 kW/ 162 105 801

Kit 3

156 356 101

Kit 7

Kit 1

18 177 392 805

25Kit 1

26 Kit 1

4,
0 

- 2
6,

0 
kW

26 Kit 1

30
,0

 - 
37

,0
 k

W
Kit 8

Kit 1
Thrust 

Bearing Kit

Kit 2
Radial 

Bearing Kit

Standard

Kit 4

Kit 6 Pos.: 7 see page 124

Kit 7
PT100 Kit Pos.: 35 see page 229

Kit 8
Endbell upper

Pos.: 11 162 104 802
Pos.: 11
Pos.: 11 162 104 801
Pos.: 11

see page 124

see page 129

see page 129

see page 124
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(up to 08.2012)

PN Rotor

PE2/PA PE2/PA

4 326 364 931 326 461 931 326 364 981 161 133 811K

326 364 931 326 461 931 326 364 981 161 133 811K

326 375 931 326 428 931 326 375 981 161 133 810K

326 374 931 326 429 931 326 374 981 161 133 809K

11 326 373 931 326 430 931 326 373 981 161 133 808K

326 372 931 326 431 931 326 372 981 161 133 807K

326 366 931 326 432 931 326 366 981 326 432 981 161 133 806K

326 371 931 326 433 931 326 371 981 326 433 981 161 133 805K

22 326 370 931 326 434 931 326 370 981 326 434 981 161 133 804K

26 326 378 931 326 435 931 326 378 981 326 435 981 161 133 801K

326 369 931 326 436 931 326 369 981 326 436 981 161 133 802K

326 377 931 326 377 981 161 133 803K
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2Kit 3 / 4
1

6

7

10

9

8

17

18

19

21

22

23

Kit 3

Kit 4

Kit 4

Kit 4

Kit 6

11 Kit 5

Kit 4 / 6

14 Kit 2

13 4-26 kW/ 162 113 801

30-37 kW/ 162 114 801

16 4-26 kW/ 162 111 801

30-37 kW/ 162 112 801

165 666 801

Kit 4

Kit 3

20 156 527 101

177 565 101

Kit 4

156 528 101

156 356 101

32Kit 7

30

15

14 Kit 2

12 Kit 5

5 Kit 3

4 Kit 3
3Kit 3

31 Kit 4

26

27

28

27

31

Kit 1

Kit 2

see page 110

Kit 2

30

see page 103

29156 360 101

29156 360 101

Kit 1

33 Kit 3 / 6

24Kit 1

25 Kit 1

4,
0 

- 2
6,

0 
kW25 Kit 1

30
,0

 - 
37

,0
 k

W

see page 110

Kit 1
Thrust 

Bearing Kit

Kit 2
Radial 

Bearing Kit

Kit 4

Pos.: 12

Kit 6 see page 124

Kit 7
PT100 Kit Pos.: 32 see page 229

see page 132

see page 132

see page 124
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2Kit 3 / 4

1

6

7

10

9

8

17

18

19

21

22

23

Kit 3

Kit 4

Kit 4

Kit 4

Kit 6 

11 Kit 5

Kit 4 / 6

14 Kit 2

13 4-26 kW/ 162 113 802

30-37 kW/ 162 114 802

16 4-26 kW/ 162 111 801

30-37 kW/ 162 112 801

165 666 802

Kit 4

Kit 3

20 156 527 101

177 520 201

Kit 4

151 988 103

156 356 101

32Kit 7

30

15

14 Kit 2

12 Kit 5

5 Kit 3

4 Kit 3

26

27

28

Kit 1

Kit 2

see page 110

27Kit 2

30see page 110

31see page 103

29156 360 101

31 Kit 4

29156 360 101

Kit 1

33 Kit 3 / 6

24Kit 1

25 Kit 1

4,
0 

- 2
6,

0 
kW25 Kit 1

30
,0

 - 
37

,0
 k

W

Kit 1
Thrust 

Bearing Kit

Kit 2
Radial 

Bearing Kit

Kit 4

Pos.: 12

Kit 6 see page 124

Kit 7
PT100 Kit Pos.: 32 see page 229

see page 132

see page 132

see page 124
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PN Rotor

PE2/PA PE2/PA
4 326 364 921 326 461 921 326 364 971 161 137 801K

326 364 921 326 461 921 326 364 971 161 137 801K

326 375 921 326 428 921 326 375 971 161 137 802K

326 374 921 326 429 921 326 374 971 161 137 803K

11 326 373 921 326 430 921 326 373 971 161 137 804K

326 372 921 326 431 921 326 372 971 161 137 805K

326 366 921 326 432 921 326 366 971 326 432 971 161 137 806K

326 371 921 326 433 921 326 371 971 326 433 971 161 137 807K

22 326 370 921 326 434 921 326 370 971 326 434 971 161 129 804K

26 326 378 921 326 435 921 326 378 971 326 435 971 161 129 801K

326 369 921 326 436 921 326 369 971 326 436 971 161 129 802K

326 377 921 326 377 971 161 129 803K

PN Rotor

PE2/PA PE2/PA
4 326 364 941 326 461 941 326 364 991 161 137 801K

326 364 941 326 461 941 326 364 991 161 137 801K

326 375 941 326 428 941 326 375 991 161 137 802K

326 374 941 326 429 941 326 374 991 161 137 803K

11 326 373 941 326 430 941 326 373 991 161 137 804K

326 372 941 326 431 941 326 372 991 161 137 805K

326 366 941 326 432 941 326 366 991 326 432 991 161 137 806K

326 371 941 326 433 941 326 371 991 326 433 991 161 137 807K

22 326 370 941 326 434 941 326 370 991 326 434 991 161 129 804K

26 326 378 941 326 435 941 326 378 991 326 435 991 161 129 801K

326 369 941 326 436 941 326 369 991 326 436 991 161 129 802K

326 377 941 326 377 991 161 129 803K
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(starting 08.2012)

25

Kit 1

4,
0 

- 2
6,

0 
kW

Kit 1

30
,0

 - 
37

,0
 k

W

26 26

24

23

22

21

20

16

18

12

12

36

14

11

34

43

7

41

9

10

1

42

4

6

Kit 3

Kit 3

Kit 4

Kit 4

Kit 4

316SS-156 357 102

Kit 5

Kit 3

Kit 6

Kit 2

Kit 1

15 Kit 3/4

Kit 2

Kit 1

Kit 3

Kit 4

27

28

29

28

17

31

33

31

17

Kit 1/3

Kit 2

Kit 2

Kit 3

32

Kit 3

156 360 101

156 360 101

5,5 - 26kW - 162 110 801
30 - 37kW - 162 110 802

304SS - 152 585 111

304SS / 5,5 - 26kW - 162 109 801
304SS / 30 - 37kW  - 162 109 802

177 088 901

304SS/316SS - 156 528 101

304SS - 155 700 101

DOL / 304SS - 177 087 102

Seal - 308 001 401

156 527 101

13 Kit 4

5 Kit 4

6.1 Kit 3/4

42.1 Kit 3/4

35Kit 7

316SS - 152 585 112

316SS / 5,5 - 26kW - 162 109 811
316SS / 30 - 37kW  - 162 109 812

316SS - 155 700 201
904L    - 155 700 301

904L    / 5,5 - 26kW - 162 109 821
904L    / 30 - 37kW  - 162 109 822

DOL / 316SS - 177 087 202

DOL /  904L   - 177 087 802

 904L   - 152 585 113

304SS-156 357 101

904L  - 156 357 103

8 Kit 5

904L - 151 988 103

15Kit 3/4

see page 124

see page 134

see page 134

Kit 1 Thrust Bearing Kit

Kit 2 Radial Bearing Kit

Kit 4

Kit 6 see page 124

Kit 7 PT100 Kit Pos.: 35 see page 229
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(starting 08.2012)

PN Rotor

PE2/PA PE2/PA
4 326 364 811 326 461 811 326 364 861 161 133 811K

326 364 811 326 461 811 326 364 861 161 133 811K
326 375 811 326 428 811 326 375 861 161 133 810K
326 374 811 326 429 811 326 374 861 161 133 809K

11 326 373 811 326 430 811 326 373 861 161 133 808K
326 372 811 326 431 811 326 372 861 161 133 807K
326 366 811 326 432 811 326 366 861 326 432 861 161 133 806K
326 371 811 326 433 811 326 371 861 326 433 861 161 133 805K

22 326 370 811 326 434 811 326 370 861 326 434 861 161 133 804K
26 326 378 811 326 435 811 326 378 861 326 435 861 161 133 801K

326 369 811 326 436 811 326 369 861 326 436 861 161 133 802K
326 377 811 326 377 861 161 133 803K

(starting 08.2012)

PN Rotor

PE2/PA PE2/PA
4 326 364 821 326 461 821 326 364 871 161 177 801K

326 364 821 326 461 821 326 364 871 161 177 801K
326 375 821 326 428 821 326 375 871 161 177 802K
326 374 821 326 429 821 326 374 871 161 177 803K

11 326 373 821 326 430 821 326 373 871 161 177 804K
326 372 821 326 431 821 326 372 871 161 177 805K
326 366 821 326 432 821 326 366 871 326 432 871 161 177 806K
326 371 821 326 433 821 326 371 871 326 433 871 161 177 807K

22 326 370 821 326 434 821 326 370 871 326 434 871 161 176 804K
26 326 378 821 326 435 821 326 378 871 326 435 871 161 176 803K

326 369 821 326 436 821 326 369 871 326 436 871 161 176 802K
326 377 821 326 377 871 161 176 801K

(starting 08.2012)

PN Rotor

PE2/PA PE2/PA
4 326 364 831 326 461 831 326 364 881 161 177 801K

326 364 831 326 461 831 326 364 881 161 177 801K
326 375 831 326 428 831 326 375 881 161 177 802K
326 374 831 326 429 831 326 374 881 161 177 803K

11 326 373 831 326 430 831 326 373 881 161 177 804K
326 372 831 326 431 831 326 372 881 161 177 805K
326 366 831 326 432 831 326 366 881 326 432 881 161 177 806K
326 371 831 326 433 831 326 371 881 326 433 881 161 177 807K

22 326 370 831 326 434 831 326 370 881 326 434 881 161 176 804K
26 326 378 831 326 435 831 326 378 881 326 435 881 161 176 803K

326 369 831 326 436 831 326 369 881 326 436 881 161 176 802K
326 377 831 326 377 881 161 176 801K
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PN  Turns per
coil   Isolation

Group 
connection  length 

Resistance 
coil 

Resistance
 YD  

Resistance 
 

4 326 364 999 0,9 / 1,6 Serie 540,00 4,8800 5,1700 3,5000

326 364 999 0,9 / 1,6 Serie 540,00 4,8800 5,1700 3,5000

326 375 999 1,0 / 1,7 Serie 500,00 3,6710 4,0400 2,7200

326 374 999 1,1 / 1,8 Serie 466,00 2,8270 3,0200 2,0600

11 326 373 999 1,2 / 1,9 Serie 436,00 2,2200 2,3500 1,6060

326 372 999 1,3 / 2,0 Serie 400,00 1,7330 1,8800 1,2430

326 366 999 1,4 / 2,2 Serie 395,00 1,4550 1,5260 1,0160

326 371 999 1,5 / 2,3 Serie 362,00 1,1610 1,2220 0,8250

22 326 370 999 1,7 / 2,5 Serie 342,00 0,8520 0,9200 0,7130

26 326 378 999 1,9 /2,7 Serie 330,00 0,6570 0,6980 0,4700

326 369 999 1,4 / 2,2 Parallel 624,00 0,3810 0,6100 0,4120

326 377 999 2,0/ 2,9 / 3,1 PE2/PA Serie 302,00 0,5420 0,5900 0,3840

 

PN  Turns per
coil   Isolation

Group 
connection  length 

Resistance 
coil 

Resistance
 YD  

Resistance 
 

4 326 461 999 1,1 / 2,0 PE2/PA Serie Y 311 1,8500 - 3,7000

326 461 999 1,1 / 2,0 PE2/PA Serie Y 311 1,8500 - 3,7000

326 428 999 1,3 / 2,2 PE2/PA Serie Y 295 1,2480 - 2,4960

326 429 999 1,4 / 2,3 PE2/PA Serie Y 274 1,0060 - 2,3200

11 326 430 999 1,4 / 2,4 PE2/PA Serie Y 255 0,9280 - 1,8560

326 431 999 1,6 / 2,6 PE2/PA Serie Y 240 0,6670 - 1,3340

326 432 999 1,3 / 2,2 PE2/PA Serie 395 1,6870 1,6870 1,2466

326 433 999 1,3 / 2,2 PE2/PA Serie 362 1,5500 1,5500 1,0333

22 326 434 999 1,5 / 2,5 PE2/PA Serie 342 1,0940 1,0940 0,7293

26 326 435 999 1,7 / 2,7 PE2/PA Serie 330 0,8210 0,8210 0,5473

326 436 999 1,3 / 2,2 PE2/PA Parallel 624 1,3260 0,6630 0,4420

326 377 999 2,0/ 2,9 / 3,1 PE2/PA Serie 302,00 0,5420 0,5900 0,3840

 400 >
20 >
4 >
1       

Motor Repair instruction

Pictured Repair instruction)

Motor Design 
up to 12.2012

Mod.- Nb. :

308 018 460

308 018 ***

Motor Design 
starting 01.2013 308 018 624
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6" 

relief and energy saving 

• 
• 

 System payback < 2 years
• 

 SKU Reduction
• 

 Increased lifetime
• Higher power density*

 Lightweight

• Franklin Electric software
• 

 Optimum aggregate operation - pump matches system any time

• 
 Increased lifetime
 No additonal investment

• 
 Smaller drop lead cross size

• 
 

• 
 No power compensation needed

• 

• 
• 
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PN

du/dt Filter du/dt Filter

4,0

308 010 016* 308 010 116* 308 010 216* 308 010 316*

308 014 023 308 014 123* 308 014 223 308 014 323*
11

308 014 038
308 014 131*

308 014 238 308 014 338*

308 014 138*

22

308 016 061

308 016 146*

308 016 261 308 016 361*26
308 016 161*

308 016 087* 308 016 187*

• 
• 
• 
• 

Process 
reference

Control 
reference

Pressure 
sensor Drive slot card 

Flow switch 
(digital)

mandatory
P mandatory mandatory
H mandatory mandatory

Yes* mandatory
Q mandatory mandatory
H mandatory mandatory

Yes* mandatory
Q mandatory mandatory
P mandatory mandatory

Manual Mode No Yes*

• 
• 
• 
• Motors in 316SS and 904L
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Borehole systems (HES).  

• 
 Less panels, more water respectively 

• 
• 
• 

 
• vent

 No condensation 

• Franklin Electric software
• 

 Smaller drop lead cross size

• Higher power density

 Lightweight

• 
 Increased lifetime

• 

• 
• 

• N

• 
• 
• 
• 
• 
• 
• 
• Motors in 316SS and 904L
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PN
du/dt Filter

308 010 216S 308 010 316S*
308 014 223S 308 014 323S*
308 014 238S 308 014 338S*
308 016 261S 308 016 361S*

2 Level Control Switch Operation
optional parts: 308 170 209

DC Disconnect
optional part

Flow Switch
(required for operation): 226 019 101

Control
Switch
“Full”

Control
Switch
“Empty”

Alternate AC
Power (Optional)

IP 66 HES
Drive Solar

Filter

Pump/Motor

A

D

B

E

H

F

C

DC Power 
Solar PV Array

G

Heat Sink

B

Derating
40°C  - 100%
50°C  - 75%
60°C  -  50%

A. 
B. 
C. 
D. 
E. 

308 170 209 )
F. 

G. 
H. ded)

Process 
reference

Control 
reference

Pressure 
sensor Drive slot card 

Flow switch 
(digital)

Manual Mode No Yes*

No Yes* mandatory
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PN Thrust nN
I
N

IA / IN PF TN TA 
/ TN

4 3000 / 3600 8 1 88 0,95 12,9 1

3000 / 3600 10 1 89 0,95 17,5 1

3000 / 3600 13 1 89,5 0,95 23,8 1

3000 / 3600 18 1 91,5 0,95 29,6 1

11 3000 / 3600 20 1 92 0,95 35 1

3000 / 3600 23 1 92,5 0,95 41,5 1

3000 / 3600 26 1 92,5 0,95 46,1 1

3000 / 3600 32 1 92 0,95 59 1

22 3000 / 3600 39 1 93 0,95 70 1

26 3000 / 3600 46 1 92,5 0,95 82,6 1

3000 / 3600 54 1 91,5 0,95 95,5 1

3000 / 3600 72 1 90 0,95 117,8 1
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6" 

• 
• PE2/PA winding as a standard
• 
• Easy rewinding - winding housings removable 
• 
• 
• 
• 

• 
• 
• 
• 
• 20 Starts per hour 
• 
• Motor lead in 4m length 
• 

• 
• 

 VFD PT100 Plug-in Card (308 170 202) necessary
• 

PN

308 010 xxx 4 - 7,5 262 010 8711 262 010 6711 262 010 7711

308 014 xxx 9,3 - 18,5 262 014 8711 262 014 6711 262 014 7711

308 016 xxx 22 - 37 262 016 8711 262 016 6711 262 016 7711
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PN Ø
2

H / B

1 4G4 8,2 x 23,0 4 308 710 101 308 660 812

1 4G6 9,0 x 25,0 4 308 710 103 308 660 813

Electrical Connection

dU
dt

U1

V1

W1

U2

V2

W2
PE PE

L1

L2

L3

U/T1

V/T2

W/T3

~ _

~ _

PE PE PE

V

U

W 3~
M

U PE
brown grey yellow/green

H

Ø

B

*Cables are designed for submerged operation.

PN

4 6 10 16 25 35 50
4 160 250 410 - - - -

140 200 340 530 - - -
100 150 250 390 - - -
75 110 190 300 460 - -

11 65 100 160 260 400 - -
55 85 140 220 340 460 -
- 70 120 190 300 400 -
- 60 100 160 240 320 440

22 - - 80 130 200 270 370
26 - - 65 110 170 230 320

- - 55 90 140 190 270
- - - 65 100 140 200
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Motor Design

Construction Materials

Shaft Extensions 1.4021 1.4462 1.4462

Slinger NBR NBR NBR

Seal SiC/SiC SiC/SiC SiC/SiC

End bell, NEMA 1.4308 1.4408 1.4539

Stator Shell 1.4301 1.4571 1.4539

Diaphragm EPDM EPDM EPDM

Diaphragm  Cover 1.4301 1.4404 1.4539

PT100

4 x M12

DOL

Ø 

L

72
,9

 ±
0,

1

143

35
 (1

,3
8)

5,
5+0

,3
5

   
 0

Ø 46
(1,81)
Ø 32,2
(1,27)

Ø 25 + 0
- 0,033

P
Motor Motor weights

[ B H
Motor incl. pack

655 41 46 155 270 905

809 56 61
155 270 1135

971 72 77
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25

Kit 1

4,
0 

- 2
6,

0 
kW

Kit 1

30
,0

 - 
37

,0
 k

W

26 26

24

23

22

21

20

16

18

12

12

36

14

11

34

43

7

41

9

10

1

42

4

6

Kit 3

Kit 3

Kit 4

Kit 4

Kit 4

316SS-156 357 102

Kit 5

Kit 3

Kit 6

Kit 2

Kit 1

15 Kit 3/4

Kit 2

Kit 1

Kit 3

Kit 4

27

28

29

28

17

31

33

31

17

Kit 1/3

Kit 2

Kit 2

Kit 3

32

Kit 3

156 360 101

156 360 101

5,5 - 26kW - 162 110 801
30 - 37kW - 162 110 802

304SS - 152 585 111

304SS / 5,5 - 26kW - 162 109 801
304SS / 30 - 37kW  - 162 109 802

177 088 901

304SS/316SS - 156 528 101

304SS - 155 700 101

DOL / 304SS - 177 087 102

Seal - 308 001 401

156 527 101

13 Kit 4

5 Kit 4

6.1 Kit 3/4

42.1 Kit 3/4

35Kit 7

316SS - 152 585 112

316SS / 5,5 - 26kW - 162 109 811
316SS / 30 - 37kW  - 162 109 812

316SS - 155 700 201
904L    - 155 700 301

904L    / 5,5 - 26kW - 162 109 821
904L    / 30 - 37kW  - 162 109 822

DOL / 316SS - 177 087 202

DOL /  904L   - 177 087 802

 904L   - 152 585 113

304SS-156 357 101

904L  - 156 357 103

8 Kit 5

904L - 151 988 103

15Kit 3/4

see page 173

see page 173

see page 170

Kit 1 Thrust Bearing Kit

Kit 2 Radial Bearing Kit

Kit 4

(all Material version)

Kit 6 Pos.: 7 see page 170

Kit 7 PT100 Kit Pos.: 35 see page 229
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PN Rotor

327 086 701K 161 122 805K
327 075 701K 161 122 802K
327 076 701K 161 122 803K

PN  Turns per
coil

 
 Isolation

Group 
connection  length 

Resistance 
coil 

Resistance 
 

327 086 999 1,3 / 2,2 PE2/PA Serie Y 212 0,2393 1,914

327 075 999 2 / 3,1 PE2/PA Serie Y 161 0,0794 0,635

327 076 999 1,7 / 2,7 PE2/PA Serie / 
Parallel Y 276 0,1797 0,359

 400 >
20 >
4 >
1       

Motor Repair Instructions

308 018 624

Motor Mounting Kit 308 239 214
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• 
• 

• 

 

Starts per hour

Motor connection N

N at rated Ambient temperature (40°C)
N (1min/10min)
N 

0- fN

Control 
characteristics

Storage temperature

Altitude 3000m (>1000m with derating)

EMC

RS 485 Standard: Modbus

Ethernet Standard: Modbus 

I/O connections 6x

2x

1x
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IP21 IP66
D

H

W

18

W

H

D

• 
• 
• 
• 
• 
• 
• 

IN

308 010 016/116 314 000 108 21 16 144 x 419 x 214 10,0

308 014 023/123 314 000 101 21 23 144 x 419 x 214 10,0

308 014 038/138 314 000 102 21 38 195 x 557 x 229 20,0

308 016 061/161 314 000 103 21 61 195 x 557 x 229 20,0

308 016 087/187 314 000 104 21 87 237 x 660 x 259 37,5

IN

308 010 216/316 314 000 109 66 16 233 x 368 x 214 14,9

308 014 223/323 314 000 105 66 23 233 x 368 x 214 14,9

308 014 238/338 314 000 106 66 38 350 x 500 x 236 31,5

308 016 261/361 314 000 107 66 61 350 x 500 x 236 31,5
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Output Filter

• lengths 

• 
• motor 

feeding

• 

• 

•
•
•
• Ambient Temperature

Filter
order code

IN weight

a b c n1 n2 d
308 010 016
308 014 023 314 005 101 23 125 100 165 55 100 5 3,4 2,5 - 16 2,5 - 5,0

308 014 038 314 005 102 38 155 110 190 57,5 130 8 4 2,5 - 35 2,5 - 5,0
308 016 061 314 005 103 61 155 130 215 72 130 8 6 2,5 - 35 2,5 - 5,0
308 016 087 314 005 104 87 190 130 260 60 170 8 10 16 - 50 3,0 - 6,0

Filter outlines

Filter
order code

IN cable weight

a b c e f
308 010 216
308 014 223 314 005 110 23 300 260 135 250 230 2x24-35 8 2,5 - 16 2,5 - 5,0

308 014 238 314 005 111 38 300 260 135 250 230 2x24-35 12 2,5 - 35 2,5 - 5,0
308 016 261 314 005 112 61 450 360 215 400 330 2x32-42 22 2,5 - 35 2,5 - 5,0

Filter outlines
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Filter
order code

IN weight

a b c n1 n2 d
308 010 116 314 005 105 16 240 185 285 95 190 11 19 2,5 - 35 2,5 - 5

308 014 123/131 314 005 106 31 240 205 270 115 190 11 24 2,5 - 35 2,5 - 5
308 014 138/146 314 005 107 46 300 225 354 133 250 11 42 16 - 50 3 - 6

308 016 161 314 005 108 72 360 310 425 135 300 11 52 16 - 50 3 - 6
308 016 187 314 005 109 105 360 310 425 126 310 11 61 25 - 95 6 - 12

Filter outlines

Filter
order code

IN cable weight

a b c e f
308 010 316 314 005 117 16 300 300 215 250 330 2x24-35 34 2,5 - 35 2,5 - 5
308 014 323* 314 005 113 23 520 480 480 240 440 2x24-35 75 2,5 - 35 2,5 - 5
308 014 338* 314 005 115 38 660 560 590 310 520 2x24-35 100 16 - 50 3 - 6
308 016 361* 314 005 116 72 660 560 590 310 520 2x38-48 110 16 - 50 3 - 6

*Floor mount
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Mod. No.

2

1,5 m - without . Strain relief

Description

308 090 901 without . Strain relief
Limited shelf life of Resin and Hardener

308 090 902 Limited shelf life of Resin and Hardener

Mod. No. Mod. No.
3X1,5mm2 

1,5 m - without . Strain relief
2

1,5 m - without . Strain relief
3X1,5mm2 

2,5 m - without . Strain relief
2

2,5 m - without . Strain relief
3X1,5mm2 2

3X1,5mm2 2

 
(only as spare parts)

4 310 364 004
10 310 364 010
20 310 364 020
30 310 364 030

L

 
(only as spare parts)

2,5 310 113 402G

• 
• 
• 2 / 3 wire lead with ground

LH

Ø

B B1

• 3M Quality
• 4 wire
• 1,5 - 10mm²
• 

• 
• 
• Approvals: KTW
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Motor Filling Kit

-
trate must be ordered separately).

 

 GG25

HT

4" Encapsulated

6" / 8" / 10" / 12" Rew Motors
6" / 8" Rew PM Motors

 
W

life of the motor when used in 

 GG25
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Material: 304 / 316 SS
NEMA standard measuring on motor shaft
separation washer between motor & pump shafts

6" Couplings

No.
Coupling Material    

1.4005 (304)
19,075 / 19,063 20,70 / 20,52 4,84 / 4,79

1.4401 (316SS)

1.4005 (304)
20,025 / 20, 013 22,76 / 22,60 6,05 / 6,00

1.4401 (316SS)

1.4005 (304)
22,025 / 22,013 25,53 / 25,32 8,03 / 7,98

1.4401 (316SS)

1.4005 (304)
22,250 / 22,238 24,54 / 24,36 6,43 / 6,38

1.4401 (316SS)

1.4005 (304)
25,025 / 25, 013 28,70 / 28,30 8,03 / 7,98

1.4401 (316SS)

1.4005 (304)
25,425 / 25,413 27,74 / 27,56 6,43 / 6,38

1.4401 (316SS)
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Tighten the sensor bolt to the torque values shown below.

Conditions

with

50°C 60°C
60°C 70°C
70°C 80°C
75°C 85°C
80°C 90°C
90°C 100°C

90°C 4X0,35 10
90°C 4X0,35 130

90°C 4X0,35 10
90°C 4X0,35 130

PT100 connection

w
hi

te
/b

lu
e

re
d/

bl
ue

re
d

w
hi

te

4,61mm

       
SW
BLK
GR
GRE

BR
BRO

Trip points:
PVC = 55°C
PE2/PA = 75°C

BL
BLU

 Ø
2

D
6" Rew Redesign 
starting 08.2012 8" / 10" / 12"

PT 100 4X0,5 8 10 308 016 501 308 016 522 308 016 401 308 016 422
PT 100 4X0,5 8 20 308 016 502 - 308 016 402 -
PT 100 4X0,5 8 30 308 016 503 - 308 016 403 -
PT 100 4X0,5 8 50 308 016 505 308 016 526 308 016 405 308 016 426

             

PT100 Rewindable Motors
Application
• PT100 
• 
• 
• 
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DC Disconnect
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Notes
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