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8"
Rewindable Motors

 

316SS and 904L are available.

• 
• 
• 
• 
• 
• 
• 
• 

• 
• 
• 
• Starts per hour: max. 10
• 
• Motor Lead in 6 m length (KTW approved)
• 
• N
• N
• 
• 
• 

Options
• 
• 
• 
• 
• PT 100 temperature sensor (sold separately)
• Lead in different lengths up to 50m
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PN

UN / f

PE2/PA

500/ 50 263 620 263 790 5111 6111 7111 5311 6311 7311

500/ 50 263 621 263 791 5111 6111 7111 5311 6311 7311

500/ 50 263 622 263 792 5111 6111 7111 5311 6311 7311

500/ 50 263 240 263 340 5111 6111 7111 5311 6311 7311

500/ 50 263 623 263 793 5111 6111 7111 5311 6311 7311

60 500/ 50 263 241 263 341 5111 6111 7111 5311 6311 7311

67 500/ 50 263 242 263 342 5111 6111 7111 5311 6311 7311

500/ 50 263 624 263 794 5111 6111 7111 5311 6311 7311

500/ 50 263 243 263 343 5111 6111 7111 5311 6311 7311

500/ 50 263 625 263 795 5111 6111 7111 5311 6311 7311

PN

UN / f

PE2/PA

380 - 415 / 50
460 / 60 263 610 263 710

5111 6111 7111 5311 6311 7311
380 / 60 263 660 263 780

380 - 415 / 50
460 / 60 263 611 263 711

5111 6111 7111 5311 6311 7311
380 / 60 263 661 263 781

380 - 415 / 50
460 / 60 263 612 263 712

5111 6111 7111 5311 6311 7311
380 / 60 263 662 263 782

380 - 415 / 50
460 / 60 263 260 263 270

5111 6111 7111 5311 6311 7311
380 / 60 263 310 263 360

380 - 415 / 50
460 / 60 263 613 263 713

5111 6111 7111 5311 6311 7311
380 / 60 263 663 263 783

60
380 - 415 / 50

460 / 60 263 261 263 271
5111 6111 7111 5311 6311 7311

380 / 60 263 311 263 361

67
380 - 415 / 50

460 / 60 263 262 263 272
5111 6111 7111 5311 6311 7311

380 / 60 263 312 263 362
380 - 415 / 50

460 / 60 263 614 263 714
5111 6111 7111 5311 6311 7311

380 / 60 263 664 263 784
380 - 415 / 50

460 / 60 263 263 263 273
5111 6111 7111 5311 6311 7311

380 / 60 263 313 263 363
380 - 415 / 50

460 / 60 263 615 263 715
5111 6111 7111

5311 6311 7311

380 / 60 263 665 263 785
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PN Thrust U
N

n
N

I
N

I
A at % load at % load T

N
T

A

100 100

45 000

380 2880 63 300 83,5 84,4 83,1 0,89 0,88 0,89 99 126
400 2900 60 318 83,6 85 84,3 0,80 0,86 0,89 99 141
415 2910 58 332 83,5 85,2 84,9 0,77 0,89 0,88 98 151
500 2880 48 228 84 84 83 0,84 0,88 0,89

45 000

380 2890 79 378 84,6 85,3 83,9 0,80 0,86 0,88 122 156
400 2900 76 400 83,9 85,2 84,6 0,74 0,82 0,86 122 176
415 2910 75 412 82,6 84,5 84,3 0,7 0,80 0,84 121 190
500 2890 60 287 85 85 84 0,80 0,86 0,88

45 000

380 2900 93 491 85,8 86,4 85,2 0,79 0,86 0,88 149 218
400 2910 90 520 85,3 86,5 85,9 0,74 0,82 0,86 148 241
415 2910 89 541 84,5 86,2 85,8 0,69 0,79 0,84 148 263
500 2905 73 393 85 87 86 0,74 0,82 0,86
1000 2910 35 208 85 88 87 0,81 0,87 0,89

45 000

380 2900 107 575 86,5 86,7 85,3 0,81 0,87 0,89 175 284
400 2910 103 608 86,4 87,1 86,2 0,76 0,84 0,87 175 318
415 2920 101 633 85,6 87 86,7 0,71 0,80 0,85 174 345
500 2915 84 437 87 87 85 0,81 0,87 0,85 170 338

45 000

380 2900 114 624 86,5 86,9 85,7 0,78 0,85 0,88 182 301
400 2915 110 660 85,9 87 86,4 0,72 0,82 0,86 181 340
415 2920 109 688 84,8 86,4 86,2 0,67 0,78 0,83 181 366
500 2910 88 474 86 87 86 0,78 0,85 0,86
1000 2910 45 250 76 87 86 0,76 0,83 0,87 181 301

60 45 000

380 2900 122 698 87,2 87,6 86,5 0,81 0,87 0,89 198 319
400 2910 116 725 86,8 87,7 87,0 0,77 0,84 0,88 197 357
415 2920 115 768 86,1 87,4 87,1 0,73 0,82 0,86 197 387
500 2910 93 530 86 87 86 0,78 0,85 0,88
1000 2920 46 300 87 88 87 0,77 0,84 0,88

67 45 000

380 2900 137 759 87,2 87,6 86,4 0,79 0,86 0,89 220 352
400 2910 133 797 86,5 87,5 86,9 0,74 0,82 0,86 220 395
415 2920 131 828 85,6 87 86,6 0,69 0,79 0,84 219 427
500 2900 104 576 87 88 86 0,79 0,86 0,89 220 392
1000 2910 52 330 87 88 87 0,74 0,82 0,86

45 000

380 2900 154 892 86,7 87,1 85,9 0,79 0,86 0,89 247 419
400 2910 148 942 86,2 87,3 86,7 0,74 0,83 0,87 246 472
415 2920 147 982 85,4 86,9 86,6 0,69 0,79 0,84 245 510
500 2910 118 678 87 87 86 0,79 0,86 0,86 246 472

1000 2910 60 377 74 83 87 0,86 0,87 0,87 246 472

45 000

380 2910 166 1019 87,8 88,3 87,2 0,81 0,87 0,90 275 483
400 2920 160 1077 87,5 88,4 87,6 0,77 0,84 0,88 273 544
415 2925 156 1120 87,2 88,4 88,0 0,73 0,82 0,86 273 586
500 2915 128 775 88 88 87 0,81 0,87 0,88

45 000

380 2910 188 1186 87,8 88,4 87,5 0,77 0,85 0,88 306 557
400 2920 183 1276 87,2 88,3 87,8 0,71 0,81 0,86 305 626
415 2930 184 1308 86,2 87,8 87,7 0,65 0,76 0,83 305 676
500 2910 144 902 88 88 87 0,77 0,85 0,87
1000 2920 73,7 508 87 88 88 0,72 0,80 0,85 304 622
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PN P Thrust U
N

n I
max

I
A

max
at % load

max
 (Pf.)

at % load T
max

T
A

100 100

30 45 000
380 3500 74 394 82,4 84,6 84,5 0,80 0,86 0,88 99 141

460 3490 61 324 81,5 83,6 83,5 0,82 0,87 0,89 99 130

37 42,6 45 000
380 3510 92 514 83,0 85,2 85,4 0,72 0,81 0,85 122 178

460 3490 75 407 83,8 85,3 84,8 0,77 0,84 0,87 123 162

45 45 000
380 3500 108 660 83,6 85,7 85,8 0,73 0,81 0,86 149 240

460 3500 89 524 85,0 86,6 86,3 0,77 0,84 0,87 149 221

52 45 000
380 3510 125 765 85,4 87,0 86,9 0,75 0,83 0,87 175 300

460 3505 102 606 85,0 86,6 86,2 0,79 0,86 0,88 175 276

55 45 000
380 3510 132 842 84,4 86,5 86,5 0,71 0,80 0,87 182 321

460 3510 109 657 85,8 87,1 86,7 0,77 0,84 0,87 181 287

60 69 45 000
380 3510 141 931 86,2 87,7 87,7 0,77 0,84 0,87 198 362

460 3510 116 734 85,4 86,9 86,7 0,80 0,86 0,88 198 332

67 77 45 000
380 3520 142 1037 84,4 86,4 86,7 0,73 0,82 0,84 220 396

460 3510 131 803 85,7 87,2 86,9 0,77 0,85 0,87 220 366

75 86 45 000
380 3510 175 1143 86,3 87,8 87,4 0,77 0,85 0,88 247 427

460 3510 145 947 86,3 87,8 87,4 0,77 0,85 0,88 247 427

83 45 000
380 3510 191 1377 86,0 88,0 88,0 0,75 0,83 0,89 274 532

460 3510 158 1090 86,5 87,9 87,7 0,80 0,86 0,89 275 489

93 107 45 000
380 3510 218 1586 88,0 88,6 88,4 0,77 0,83 0,87 306 613

460 3510 180 1256 86,7 88,3 88,3 0,76 0,83 0,87 306 561

Electrical Connection

U PE
brown grey yellow/green
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Ø
2)

B / H

30 – 45 4G10
B 30,0

6 1 308 710 107 308 660 612 308 660 619
H 10,5

52 – 93 4G16
B 38,0

6 1 308 710 108 308 660 618  308 660 620
H 12,8

93
(PE2/PA) 3X25

B 37,5
6 1 308 710 109 308 660 613 308 660 621

H 16,0

Ground 
lead

(optional)
Ø

2)
D

all 
ratings  1G25 13,0 8 1 308 053 080

Ø
2)

B / H

30 – 60 

3X6
B 19,5

6 

1

308 710 110 308 660 614 308 660 622
H 9,5

4G6
B 25,0

1
H 9,0

65 – 83 
3X10 B 24,5

6 
1

308 710 111 308 660 615 308 660 623H 11,5

4G10 B 30,0 1H 10,5

93
3X16 B 30,3

6
1

308 710 112 308 660 616 308 660 624H 13,2

4G16 B 38,0 1H 12,8

Mod.- Nr.: 
304/316 308 660 617

904L 308 660 625

*

H

Ø

B

H

B
Ø

D

Ø

H

Ø

B

H

B
Ø
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De-Rating of 8" Rewindable Motors 55 - 93 kW
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PN  Turns per 
coil

 
Isolation

Group
connection  length 

Resistance
coil 

Resistance
YD  

Resistance
 

326 349 999 2,2 / 3,1 Series 450,00 0,2640 0,5400 0,3700
326 101 999 1,6 / 2,4 Parallel 630,00 0,8930 0,4750 0,3110
326 110 999 1,8 / 2,6 Parallel 582,48 0,6545 0,3480 0,2350
326 120 999 1,9 / 2,7 Parallel 655,00 0,5695 0,3130 0,1900
326 119 999 2,0 / 2,9 Parallel 542,40 0,4925 0,2720 0,1730

60 326 129 999 2,2 / 3,1 Parallel 536,40 0,4024 0,2170 0,1430
67 326 128 999 2,2 / 3,1 Parallel 510,48 0,3823 0,2090 0,1390

326 135 999 Parallel 990,72 0,3503 0,1930 0,1240
326 142 999 Parallel 1008,00 0,3159 0,1670 0,1053
326 141 999 Parallel 943,20 0,2630 0,1400 0,0940

PN  Turns per 
coil

 
Isolation

Group
connection  length 

Resistance
coil 

Resistance
YD  

Resistance
 

326 514 999 2,0 / 3,1 PE2/PA Series 360 0,3212 0,6424 0,4282
326 239 999 2,0 / 3,1 PE2/PA Series 315 0,2874 0,5748 0,3832
326 248 999 1,6 / 2,6 PE2/PA Parallel 582 0,8283 0,4141 0,2761
326 259 999 1,7 / 2,7 PE2/PA Parallel 565 0,7113 0,3556 0,2371
326 258 999 1,9 / 2,9 PE2/PA Parallel 542 0,5457 0,2728 0,1819

60 326 269 999 2,0 / 3,1 PE2/PA Parallel 536 0,4868 0,2434 0,1622
67 326 268 999 2,0 / 3,1 PE2/PA Parallel 510 0,4625 0,2312 0,1541

326 275 999 2,0 / 3,1 PE2/PA Parallel 495 0,4483 0,2241 0,1494
326 283 999 PE2/PA Parallel 1008 0,4057 0,2028 0,1352
326 282 999 PE2/PA Parallel 943 0,3328 0,1664 0,1109

  400 >
 20 >
 4 >
 1       

PN  Turns per 
coil

 
Isolation

Group
connection

Resistance

326 240 999 1,9 / 2,7 / 2,9 PE2/PA Series 387 0,3934
326 250 999 2,0 / 2,9 / 3,1 PE2/PA Series 371 0,3408
326 260 999 1,6 / 2,4 / 2,6 PE2/PA Parallel 679 0,9703

67 326 270 999 1,7 / 2,5 / 2,7 PE2/PA Parallel 640 0,8087
326 277 999 1,9 / 2,7 / 2,9 PE2/PA Parallel 607 0,6137
326 284 999 2,0 / 2,9 / 3,1 PE2/PA Parallel 601 0,5478

PN  Turns per 
coil

 
Isolation

Group
connection

Resistance

326 237 999 1,7 / 2,5 / 2,7 PE2/PA Parallel 504 0,6318

326 246 999 1,9 / 2,7 / 2,9 PE2/PA Parallel 461 0,4616

326 585 999 2,0 / 2,9 / 3,1 PE2/PA Parallel 451 0,4125

326 256 999 2,0 / 2,9 / 3,1 PE2/PA Parallel 428 0,3855

60 326 586 999 1,5 / 2,3 / 2,5 PE2/PA Parallel 865 0,3473

67 326 266 999 1,5 / 2,3 / 2,5 PE2/PA Parallel 813 0,3246

326 273 999 1,7 / 2,5 / 2,7 PE2/PA Parallel 766 0,2373

326 153 999 1,8 / 2,6 / 2,8 PE2/PA Parallel 994 0,2240

326 280 999 1,9 / 2,7 / 2,9 PE2/PA Parallel 748 0,1854
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35

34

33

32Kit 1

Kit 1

Kit 2

34Kit 2

1

2.0

2.1

3

4

5

6

16

17

18

25

26

27

28

29

Kit 3

Kit 3 / 5

Kit 3

Kit 3

Kit 3

Kit 5 / 6

Kit 6

Kit 3 / 1

Kit 4

Kit 3

156 424 101

156 426 101

156 425 101

304-316 / 156 466 301

20

21

22

Kit 1

Kit 1

790 035 430

30 304-316 / 790 055 831

904L / 156 521 101

904L / 156 466 201

7

8

9

10

11

12

13

14

15

36

37

39

11

40

Kit 6

Kit 5

Kit 7

Kit 3 / 8

Kit 5

Kit 2

Kit 5

38

304 / Kit 8

316 / 308 800 416

Kit 3 / 8

Kit 5

41

YD - 304 / 177 530 101K

DOL/YD - 316 / 177 555 101K

304 / Kit 8

316-904L / 165 729 802K

DOL/YD - 904L / 177 549 201K

904L / 308 800 418

177 528 111K
incl.pos. 15&18

177 529 111K
(incl.pos. 15)

24 Kit 5

31304 / 177 531 911K

316 / 177 557 111K

904L / 177 605 111K
all incl.pos. 19 23 156 356 101 / 304SS

156 356 102 / 316SS
156 356 103 / 904L

19 in pos. 31 

304 - 156 356 101

904L - 156 356 103
316 - 156 356 102

DOL - 304 / 177 530 201K

Kit 1
Thrust Bearing 

Kit

304/316SS/
904L 308 750 601

Kit 2
Radial Bearing Kit

304/316SS/
904L 308 751 601

304/316SS 308 800 603
904L 308 800 604

Kit 4

Bearing Kit

304/316SS/
904L 308 751 602

304/316SS 308 660 601
904L 308 660 602

Kit 6 304/316SS/
904L see page 140

Kit 7
PT100 Kit

304/316SS/
904L see page 229

Kit 8 304 308 800 414

see page 140

see page 144

see page 144
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PN Rotor

PE2/PA PE2/PA
326 349 931 326 514 931 326 349 981 326 514 981 161 580 801K

326 101 931 326 239 931 326 101 981 326 239 981 161 580 801K

326 110 931 326 248 931 326 110 981 326 248 981 161 580 802K

326 120 931 326 259 931 326 120 981 326 259 981 161 580 803K

326 119 931 326 258 931 326 119 981 326 258 981 161 580 803K

60 326 129 931 326 269 931 326 129 981 326 269 981 161 580 804K

67 326 128 931 326 268 931 326 128 981 326 268 981 161 580 804K

326 135 931 326 275 931 326 135 981 326 275 981 161 580 805K

326 142 931 326 283 931 326 142 981 326 283 981 161 580 806K

326 141 931 326 282 931 326 141 981 326 282 981 161 580 806K

PN Rotor

PE2/PA PE2/PA
326 349 921 326 514 921 326 349 971 326 514 971 161 580 811K

326 101 921 326 239 921 326 101 971 326 239 971 161 580 811K

326 110 921 326 248 921 326 110 971 326 248 971 161 580 812K

326 120 921 326 259 921 326 120 971 326 259 971 161 580 813K

326 119 921 326 258 921 326 119 971 326 258 971 161 580 813K

60 326 129 921 326 269 921 326 129 971 326 269 971 161 580 814K

67 326 128 921 326 268 921 326 128 971 326 268 971 161 580 814K

326 135 921 326 275 921 326 135 971 326 275 971 161 580 815K

326 142 921 326 283 921 326 142 971 326 283 971 161 580 816K

326 141 921 326 282 921 326 141 971 326 282 971 161 580 816K
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8" Rew Motor Design

PN

B H

1140 140 169

310 472 1596

1140 140 169

1230 156 185

1340 179 208

1340 179 208

60 1470 198 235

310 472 1996

67 1470 198 235

1560 215 252

1740 247 284

1740 247 284

End Bell

check
valve

4 Places
Ø17,5

(0,668)

DOL

L

304 /316 - 1.4460
904L  - 1.4462

304 / Cast iron
powder coated
316 / 1.4408
904L / 1.4539

304 / 1.4301
316 / 1.4571
904L / 1.4539

304 / 1.4308
316 / 1.4408
904L / 1.4539

304 / Cast iron 
powder coated
316 / 1.4408
904L / 1.4539

NBR

SiC

EPR

EPDM

BUNA N

4,5

101,35 - 101,60

max. Ø193,5

30

L

H

B

(sample Drawing)
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• 
 System payback < 2 years

• 
 SKU Reduction

• 
 Increased lifetime

• Higher power density
 Lightweight

• Franklin Electric software
• 

 Optimum aggregate operation - pump matches system any time
• 

 Increased lifetime
 No additonal investment

• 
 Smaller drop lead cross size

• 
 No power compensation needed

• 
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P

308 014 001 308 014 101 308 014 201 308 014 301

100 308 016 001 308 016 101 308 016 201 308 016 301

308 017 001 308 017 101 308 017 201 308 017 301

• 
• 
• 
• 

Process 
reference

Control 
reference

Pressure 
sensor Drive slot card 

Flow switch 
(digital)

mandatory
P mandatory mandatory
H mandatory mandatory

Yes* mandatory
Q mandatory mandatory
H mandatory mandatory

Yes* mandatory
Q mandatory mandatory
P mandatory mandatory

Manual Mode No Yes*

P Thrust nN
I
N

IA / IN TN TA 
/ TN

40 3000 74 1 93,3 0,96 143 1

40 3000 91 1 93,3 0,96 175 1

67 40 3000 112 1 93 0,96 213 1

40 3000 128 1 92,5 0,96 239 1

40 3000 129 1 93,5 0,95 239 1

40 3000 143 1 93,3 0,95 264 1

40 3000 162 1 93 0,95 296 1

100 40 3000 178 1 92,7 0,95 319 1

100 40 3000 176 1 94,2 0,94 319 1

110 40 3000 193 1 94,2 0,94 350 1

40 3000 229 1 94 0,94 413 1

40 3000 270 1 93,4 0,94 477 1

• 
• 
• 
• Motors in 316SS and 904L
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• 
• PE2/PA winding as a standard
• 
• 
• 
• 
• 

• 
• 
• 
• 
• 10 Starts per hour 
• 
• Motor lead in 6 m length 
• 

• 
• 

 VFD PT100 Plug-in Card (308 170 202) necessary
• 

P

308 014 xxx 75 263 014 5311

308 016 xxx 100 263 016 5311

308 017 xxx 150 263 017 5311
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Ø
2)

B / H

75 4G16

B 38,0

6 1 308 710 108 308 660 618  308 660 620

H 12,8

100 4G25 D 32 6 1 308 710 140 308 660 633 308 660 634

150
D 32

6 1 308 710 141 308 660 635 308 660 636
B X H 37,5 x 16

Ground lead
(optional)

Ø
2)

D

all 
ratings  1G25 13,0 8 1 308 053 080

Mod.- 
Nr.: 

304/316 308 660 617
904L 308 660 625

.

H

Ø

B

D

Ø

D

Ø

H

B
Ø

D

Ø

PN

16 25 35 50 70 95 120 150 185 240 300 400
65 100 140 200 280 370 460

85 120 170 230 300 370 450
67 90 130 180 240 300 360 420

80 115 160 200 260 310 370 460
100 140 190 235 285 340 420

115 160 200 240 290 350 410
110 100 140 170 210 250 305 360 440

115 145 175 210 260 305 370
120 150 175 215 255 310
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8" Rew Motor Design

P

B H

1175 150 179 310 472 1596

100 1286 169 198 310 472 1596

1560 215 252 310 472 1996

End Bell

check
valve

4 Places
Ø17,5

(0,668)

DOL

L

304 /316/904L - 1.4462

304 / Cast iron
powder coated
316 / 1.4408
904L / 1.4539

304 / 1.4301
316 / 1.4571
904L / 1.4539

304 / 1.4308
316 / 1.4408
904L / 1.4539

304 / Cast iron 
powder coated
316 / 1.4408
904L / 1.4539

NBR

SiC

EPR

EPDM

BUNA N

4,5

101,35 - 101,60

max. Ø193,5

30

L

H

B

(sample drawing)
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35

34

33

32Kit 1

Kit 1

Kit 2

34Kit 2

1

2.0

2.1

3

4

5

6

16

17

18

25

26

27

28

29

Kit 3

Kit 3 / 5

Kit 3

Kit 3

Kit 3

Kit 5 / 6

Kit 6

Kit 3 / 1

Kit 4

Kit 3

156 424 101

156 426 101

156 425 101

304-316 / 156 466 301

20

21

22

Kit 1

Kit 1

790 035 430

30 304-316 / 790 055 831

904L / 156 521 101

904L / 156 466 201

7

8

9

10

11

12

13

14

15

36

37

39

11

40

Kit 6

Kit 5

Kit 7

Kit 3 / 8

Kit 5

Kit 2

Kit 5

38

304 / Kit 8

316 / 308 800 416

Kit 3 / 8

Kit 5

41

YD - 304 / 177 530 101K

DOL/YD - 316 / 177 555 101K

304 / Kit 8

316-904L / 165 729 802K

DOL/YD - 904L / 177 549 201K

904L / 308 800 418

177 528 211K
incl.pos. 15&18

177 529 111K
(incl.pos. 15)

24 Kit 5

31304 / 177 531 911K

316 / 177 557 111K

904L / 177 605 111K
all incl.pos. 19 23 156 356 101 / 304SS

156 356 102 / 316SS
156 356 103 / 904L

19 in pos. 31 

304 - 156 356 101

904L - 156 356 103
316 - 156 356 102

DOL - 304 / 177 530 201K

see page 182

see page 185

see page 185

Kit 1 Thrust Bearing Kit 304/316SS/904L 308 750 601

Kit 2 Radial Bearing Kit 304/316SS/904L 308 751 603
304/316SS 308 800 603

904L 308 800 604
304/316SS/904L 308 751 602

304/316SS 308 660 601
904L 308 660 602

304/316SS/904L see page 182
Kit 7 PT100 Kit 304/316SS/904L see page 229

304 308 800 414
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P UN  Turns 
per coil

 
 Isolation

Group 
connection  length 

Resistance 
coil 

Resistance 
 

400 327 154 999 16
PE2/PA Parallel Y

290 0,146 0,146

327 151 999 20 350 0,235 0,235

100
400 327 155 999 12

PE2/PA Parallel Y
260 0,103 0,103

327 144 999 17 350 0,213 0,213

400 327 156 999 16
PE2/PA Parallel Y

432 0,114 0,057

327 145 999 20 540 0,188 0,094

 400 >
20 >

4 >
1       

Motor Repair Instructions

Mod.Nb.: 308 018 ***

P Rotor

UN PE2/PA

327 154 901K 161 123 801K

100 327 155 901K 161 123 802K

327 156 901K 161 123 803K

Electrical Connection

dU
dt

U1

V1

W1

U2

V2

W2
PE PE

L1

L2

L3

U/T1

V/T2

W/T3

~ _

~ _

PE PE PE

V

U

W 3~
M

U PE
brown grey yellow/green
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• 
• 

• 

Technical Data
Power suppy  

Starts per hour

N

N at rated Ambient temperature (40°C)

N 

0- fN

Control 

Storage temperature

Altitude 3000m (>1000m with derating)

EMC

RS 485 Standard: Modbus

Ethernet Standard: Modbus 

6x

2x

1x
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W

H

D

• 
• 
• 
• 
• 

IN

308 014 001/101 314 000 116 21 140 290x966x343 66

308 016 001/101 314 000 117 21 205* 290x966x343 66

308 017 001/101 314 000 118 00 310* 480x971x365 104

308 014 201/301 314 000 113 54 140 290x966x343 66

308 016 201/301 314 000 114 54 205* 290x966x343 66

308 017 201/301 314 000 115 54 310* 480x1150x365 108
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Output Filter

lengths 

motor feeding

• 

• 

•
•
•
• Ambient Temperature

Filter
order code

IN weight

a b c n1 n2 d
308 014 001 314 005 130 140 240 160 350 90 190 11 18 35-150 / M8 12-20 (PE 25)
308 016 001 314 005 119 205 240 170 350 100 190 11 25 35-150 / M8 12-20 (PE 25)
308 017 001 314 005 120 310 300 220 299 135 250 11 40 (200) M10 / M10 85 (PE 50)

Filter outlines

Filter
order code

IN cable weight

a b c e f
308 014 101 314 005 121* 140 520 340 420 240 230 6x24-35 55 35-150 / M8 12-20 (PE 25)
308 016 101 314 005 122* 205 520 340 420 240 230 6x24-35 65 35-150 / M8 12-20 (PE 25)
308 017 101 314 005 123* 310 520 340 420 240 230 6x24-35 85 70-240 / M10 25-30 (PE 50)

*Floor mount
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Filter
order code

IN weight

a b c n1 n2 d
308 014 201 314 005 124 140 360 345 450 156 310 11 87 35-150 / M8 12-20 (PE 25)

308 016 201 314 005 125 205 420 375 505 182 370 11 105 35-150 / M8 12-20 (PE 25)
308 017 201 314 005 126 310 420 380 415 212 370 11 140 (200) M10 / M10 85 (PE 50)

Filter outlines

Filter
order code

IN cable weight

a b c e f
308 014 301 314 005 127* 140 660 560 590 370 520 6x24-35 155 35-150 / M8 12-20 (PE 25)
308 016 301 314 005 128* 205 1050 760 760 430 720 6x24-35 230 35-150 / M8 12-20 (PE 25)
308 017 301 314 005 129* 310 1050 760 760 430 720 6x24-35 335 70-240 / M10 25-30 (PE 50)

*Floor mount
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Motor Filling Kit

-
trate must be ordered separately).

 

 GG25

HT

4" Encapsulated

6" / 8" / 10" / 12" Rew Motors
6" / 8" Rew PM Motors

 
W

life of the motor when used in 

 GG25
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Outline 

Ordering 
Part No.

Coupling Material    

156 563 901 1.4005 (304) 25,425 / 25,413 28,27 / 28,17 6,38 / 6,32

156 563 921 1,4404 (316SS)

156 563 902 1.4005 (304) 30,188 / 30,175 33,73 / 33,63 7,96 / 7,91

156 563 922 1,4404 (316SS)

156 563 903 1.4005 (304) 31,775 / 31,763 35,36 / 35,26 7,96 / 7,91

156 563 923 1,4404 (316SS) 38,125 / 38,113

156 563 904 1.4005 (304) 38,125 / 38,113 42,37 / 42,27 9,55 / 9,50

156 563 924 1,4404 (316SS) 38,125 / 38,113

156 563 905 1.4005 (304) 19,085 / 19,063 20,70 / 20,52 4,84 / 4,79

156 563 906 1.4005 (304) 30,188 / 30,175 33,02 / 32,92 6,38 / 6,32

156 563 926 1,4404 (316SS) 30,188 / 30,175 33,02 / 32,92 6,38 / 6,32

156 563 907 1.4005 (304) 22,250 / 22,238 24,54 / 24,36 6,43 / 6,38

156 563 908 1.4005 (304) 22,024 7 22,011 25,53 / 25,32 8,03 / 7,98

156 563 931 1,4404 (316SS)

156 563 929 1,4404 (316SS) 42,888 / 42,850 47,12 / 47,04 9,55 / 9,50

156 563 909 1.4005 (304) 25,024 / 25,011 28,70 / 28,30 8,03 / 7,98

156 563 932 1,4404 (316SS)
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Tighten the sensor bolt to the torque values shown below.

Conditions

with

50°C 60°C
60°C 70°C
70°C 80°C
75°C 85°C
80°C 90°C
90°C 100°C

90°C 4X0,35 10
90°C 4X0,35 130

90°C 4X0,35 10
90°C 4X0,35 130

PT100 connection

w
hi

te
/b

lu
e

re
d/

bl
ue

re
d

w
hi

te

4,61mm

       
SW
BLK
GR
GRE

BR
BRO

Trip points:
PVC = 55°C
PE2/PA = 75°C

BL
BLU

 Ø
2

D
6" Rew Redesign 
starting 08.2012 8" / 10" / 12"

PT 100 4X0,5 8 10 308 016 501 308 016 522 308 016 401 308 016 422
PT 100 4X0,5 8 20 308 016 502 - 308 016 402 -
PT 100 4X0,5 8 30 308 016 503 - 308 016 403 -
PT 100 4X0,5 8 50 308 016 505 308 016 526 308 016 405 308 016 426

             

PT100 Rewindable Motors
Application
• PT100 
• 
• 
• 
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DC Disconnect
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Notes
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Notes
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Notes



franklin-electric.eu

DOC.NB. 308-018-626   REV. 15   09-16

Franklin Electric Europa GmbH
Rudolf Diesel Strasse 20

54516 Wittlich / Germany


