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New 6" SSI Stainless steel submersible pump series

Franklin Electric has expanded its range of stainless steel submersible pumps with the 6" SSI series. This new pump series is
made entirely of stainless steel and, with its high-quality stamped parts, is also suitable for demanding applications.

0 6 6 4 6
Range [m*/h]: 6-14 10-19 15-36 16- 38 24-51 36-58 36-84
Stages: 1-42 1-40 1-38 1-37 1-29 1-25 1-30
Type of impeller: Mixed flow
Hydraulic connection (Dimensions): (NFBTpc?pt]iéznaD (NPTRC?pztional) (NPTR(g)p%ional)
Rotation: CCW (Counterclockwise)
Maximum allowable solid quantity [g/m?]: 50
Maximum solids size: 2mm
Motor power range [kW]: 055-15 0,55-185 075-22 | 11-30 [ 11-30 15-37 | 22-%

FEATURES & BENEFITS

= Range: 6-84 m*/h, delivery head: up to 377 m

= Built-in check valve to protect the pump against water hammer risk
= Mixed flow impellers

= High-quality stamped parts

= NEMA mounting design
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Please refer to the catalog for more detailed information.
Don’t hesitate to contact your Franklin Electric contact.

Simone Uliana
Product Management
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