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6"/8" PT100 Encapsulated Motors 

PT100 Sensor with Lead for 6" Encapsulated  Standard and PM Motors

Kit Number Motor Type Screw Material Wire Insul. max. Medium Temp. Lead Ø [mm²] Lead D [mm] Lead length [m]

305 327 95* 6" Standard -  all Ratings A4 Rubber, shielded 60 °C 4X0,5 8,5 10 / 20 / 30 / 506" PM - all Ratings A4 Rubber, shielded 30 °C 4X0,5 8,5

PT100 Sensor with Lead for 8" CT Encapsulated  Standard Motors

Kit Number Motor Type Screw Material Wire Insul. max. Medium Temp. Lead Ø [mm²] Lead D [mm] Lead length [m]
305 326 95* Motors Type 1 and Type  2.1 A4 Rubber, shielded 60°C 4X0,5 8 10 / 20 / 30 / 50

Setting values PT100 controller 6"/8" Standard Motor

Conditions
Temp.

of  the water  without motor     
operation

Max. Trip temp. / Resistance Setting
(for standard Lead lenght)

Motor operating at nameplate 
output with

0.16 m/sec flow past the motor

10°C 40°C / 115,5 Ω
15°C 44°C / 117,0 Ω
20°C 48°C / 118,6 Ω
25°C 51°C / 119,7 Ω
30°C 55°C / 121,3 Ω

Motor that has been Derated with
1 m/sec flow past the motor

35°C 59°C / 122,8 Ω
40°C 63°C / 124,3 Ω
45°C 66°C / 125,5 Ω
50°C 70°C / 127,0 Ω
55°C 74°C / 128,6 Ω
60°C 78°C / 130,1 Ω

GR/GRE

BR/BRO

BL/BLU

SW/BLK

Trip Points:
PVC = 55°C
PE2/PA = 75°C

Kit Parts

Sensor installation procedure

Preforming the 
sensor cable

See Table
Screw torque

On 
stop

1. 2. 3. 4.

The PT100 is a precision platinum wire resistor that is specifi as a temperature input for process control equipment. The sensor is inserted in a adapter 
screw and is equipped with a 10m/20m/30m or 50m cable, i.e. an additional cable/extension may be required (to be provided by the customer).
PT100 sensor retrofit kits from Franklin Electric come with complete instructions and allow for easy field installation.

The PT100 is not a motor overload protector, which means the warranty will be voided if a separate motor protector is not installed as required by the 
Franklin Electric Installation Manual. (Franklin Electric does not offer control units for the PT100!)

Tightening torque PT 100 screw: SW PT 100 Sensor Typ
19 mm 6" PT100  - 4kW- 45kW                 54- 61 Nm
24 mm 8" PT100  - 30kW- 45kW               54- 61 Nm

                      55kW- 150kW             115- 122 Nm

Tightening torque PT 100 Inbus-screw M4 : SW
3 mm 3 - 4 Nm

PT100 Sensor

Screw 6" CT Screw 8" CT

½ - 13 UNC
5/8 - 11 UNC

6" CT PM Motor rating
[kW]

max. Medium Temp.
[°C]

Cooling flow along the motor
[m/s]

Max. Trip temp. / Resistance Setting
(for standard Lead lenght)

11 30 0,2
47 °C / 121,3 Ω22 30 0,2

45 30 0,5

Setting values PT100 controller 6" PM Motor
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Der PT100 ist ein Präzisionsplatindrahtwiderstand, der als Temperatureingang für Prozesssteuerungsanlagen spezifiziert ist. Der Sensor wird in 
eine Adapterschraube eingesetzt und ist mit einem 10m/20m/30m oder 50m Kabel ausgestattet, d.h. es kann ein zusätzliches Kabel/Verlängerung 
erforderlich sein (vom Kunden bereitzustellen).  Diese beiliegende Installationsanleitung ermöglicht eine einfache und sichere Montage.
Der PT100 ist kein Motorüberlastschutz, d.h. die Garantie des Motors erlischt wenn nicht wie in der Franklin Electric Motorbetriebsanleitung 
gefordert ein separater Motorschutz installiert wird. (Franklin Electric bietet keine Schaltgeräte für den PT100 an!).

PT100 6"/8" Gekapselte Motoren 

PT100 Sensor mit Kabel für 6" Gekapselte Motoren - Standard und PM
Kit Nr. Motor Typ Material Schraube Kabelisolation max. Medium Temp. Kabel Ø [mm²] Kabel D [mm] Kabellänge [m]

305 327 95*
6" Standard  -  alle Leistungen A4 Gummi,  geschirmt 60°C 4X0,5 8,5 10 / 20 / 30 / 50

6" PM - alle Leistungen A4 Gummi,  geschirmt 30°C 4X0,5 8,5 10 / 20 / 30 / 50

PT100 Sensor mit Kabel für 8" Gekapselte Standard Motoren
Kit Nr. Motor Typ Material Schraube Kabelisolation max. Medium Temp. Kabel Ø [mm²] Kabel D [mm] Kabellänge [m]

305 326 95* Motoren Typ 1 und Typ 2.1 A4 Gummi,  geschirmt 60°C 4X0,5 8,5 10 / 20 / 30 / 50

Einstellwerte PT100 Schaltgerät 6"/8" Standard Motoren

Bedingungen
Wasser Temperatur um den Motor

(Motor nicht in Betrieb)

Max. Schalttemp. / 
Widerstandseinstellung

(für standard Kabellänge)

Motorbetrieb gemäß 
Typenschilddaten mit 0,16 

m/sek. Kühlfluß entlang des 
Motors

10°C 40°C / 115,5 Ω
15°C 44°C / 117,0 Ω
20°C 48°C / 118,6 Ω
25°C 51°C / 119,7 Ω
30°C 55°C / 121,3 Ω

Derated Motorbetrieb mit 
1,0 m/sek. 

Kühlfluß entlang des Motors

35°C 59°C / 122,8 Ω
40°C 63°C / 124,3 Ω
45°C 66°C / 125,5 Ω
50°C 70°C / 127,0 Ω
55°C 74°C / 128,6 Ω
60°C 78°C / 130,1 Ω

Anzugsdrehmoment PT 100 Adapterschraube: SW PT 100 Sensor Typ

19 mm 6" PT100  - 4kW- 45kW                 54- 61 Nm

24 mm 8" PT100  - 30kW- 45kW               54- 61 Nm

                      55kW- 150kW             115- 122 Nm

Anzugsdrehmoment PT 100 Inbusschraube M4: SW

3 mm 3 - 4 Nm

GR/GRE

BR/BRO

BL/BLU

SW/BLK

Trip Points:
PVC = 55°C
PE2/PA = 75°C

PT100 Sensor

Schraube 6" CT Schraube 8" CT

PT100 Kit Bestandteile

Montageanleitung PT100 Sensor

Preforming the 
sensor cable

See Table
Screw torque

On 
stop

1. 2. 3. 4.

Siehe Tabelle
Anzugsmomente

Sensorkabel 
vorformen

½ - 13 UNC
5/8 - 11 UNC

6" CT PM Motorleistung
[kW]

max. Medium Temp.
[°C]

Kühlfluss entlang des Motors
[m/s]

Max. Schalttemp. / Widerstandseinstellung
(für standard Kabellänge)

11 30 0,2
47 °C / 121,3 Ω22 30 0,2

45 30 0,5

Einstellwerte PT100 Schaltgerät 6" PM Motor


