FRANKUN NEWS ‘ @ Franklin Electric

NEW OPTION FOR THE 5" VN SERIES

More installation flexibility with lateral suction

The VN Series is now available in a new configuration with lateral suction port, giving customers greater flexibility in water distribution, rainwater
recovery and light industrial applications.

Available in VN 3, VN 5 and VN 9 hydraulic versions, the range delivers flow rates up to 16 m*/h and heads up to 100 m. Together with the existing
version with strainer (S), this new option makes it easier to select the most suitable suction configuration for each installation.

Stainless steel construction, a double mechanical seal in oil chamber and a plug-in power cable help ensure reliable operation, long service life and
simplified maintenance.

07VB-F power cable (blue) Certifications for drinking water
certified for drinking water up to 20 m
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Asynchronous motor Lateral suction port
single-phase or three-phase

Floating suction

Double mechanical seal accessory on request

in oil chamber

Impellers and diffusers in
stainless steel
long-lasting in harsh operating conditions

Frequency:
Rated flow rate [m*/h]: 3 5 9 3 5 9
Temperature range [°C]: -5/+40
Max. hydraulic n [%]: 423 56.2 62 423 56.2 62
Flow range [m*/h]: 1,5-45 25-70 5,0-14,0 2,0-55 30-90 6,0-16,0
Max. head [m]: 98.5 100 91 97 101 74

The new VN units with lateral suction port (L) are now available.
Contact your Franklin Electric sales representative to learn more.
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