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STAY UP TO DATE WITH THE ONLINE VERSION

WATCH THE YOUTUBE VIDEOS

SELECT YOUR PUMP NOW

Get more product information 
through media contents!

NEW CUSTOMER REGISTRATIONEverything you need
 is your smartphone!

1)	Contact the area manager 
2)	Fill in the customer registration form 	
    

By scanning the qr code or clicking on the image to access 
the link!

You are not yet our customer, but want to buy our products? 

You will be redirected to the page of our website where you 
can find:

	� Product page
	� Catalogs & manuals
	� Declarations & certifications
	� Technical documentation

You will be redirected to our Youtube page where you can find:
	� Product overview
	� Installation tutorials
	� Service & maintenance
	� Technical training

You will be redirected to our Pump selector software: 
	� Product selection
	� Datasheet

https://www.youtube.com/watch?v=hvvmMSB7k84&list=PLnKl-ebbh3xkbceTs_5ehoDHKcgWvfVXA&index=9
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Seal housing disc with deflector

IE3 Premium Efficiency 
three-phase motors

for 3-5-9 models

for 3-5-9 modelsRp threaded inlet/outlet as standard 
and NPT optional

for durability and corrosion 
resistance

MH - Horizontal multistage pumps

Innovative first stage 
with priming valve

Flexible connection 
options

Stainless-steel 
impellers and diffusers

Technical data
	� Flow: up to 29 m³/h
	� Total Head: up to 104 m
	� Motor power: 0.55 - 5.5 kW
	� Maximum working pressure: 10 bar (PN10)
	� Max. altitude at nominal load: 1000 m
	� Maximum allowable amount of sand: 50 g/m³
	� Maximum ambient temperature: 40 °C
	� Maximum liquid temperature:
•	 Single-phase: 55 °C for domestic use
•	 Three-phase: 85 °C for domestic use
•	 Three-phase: 110 °C for industrial use

Drinking water approvals

	� Compact close-coupled design for easy installation, with robust 
and corrosion-resistant construction

	� Flexible baseplate for easy integration into different systems
	� Heavy-duty oversized motor shaft for increased strength and 
reliability

	� Tie-rod reinforced construction for improved durability and 
corrosion resistance (15-20 models)

	� Accessible design for easy maintenance and reduced service time
	� Robust motor ball bearing, fitted inside the motor, ensuring leak-
proof operation

	� Floating neck ring in PPS for reliable hydraulic performance
	� Available in AISI 304 and AISI 316L stainless steel versions for 
application flexibility

New features for models 3-5-9:
	� Innovative first stage with priming valve ensures reliable start-up, 
even under challenging operating conditions

	� Seal housing disc with deflector improves mechanical seal 
reliability by reducing air entrapment and ensuring more 
consistent performance

Water Distribution
Pressure boosting

Irrigation, Gardening,
Sprinklers

Wash down unit

Circulation of hot and cold 
water for heating, cooling, 

conditioning systems

Domestic, industrial and 
agricultural systems
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Model 3 5 9 15 20

Rated flow [m³/h] 3.2 5.1 9.1 16.4 19

Maximum liquid 
temperature [°C]

Single-phase 55 °C
Three-phase (domestic, commercial and other uses) 85 °C
Three-phase (industrial use only) 110 °C

Max. η hydraulic [%] 45.5 % 56.8 % 61 % 66.7 % 68.2 %
Flow range [m³/h] 1,5 - 4,5 2 - 7 3 - 14 8 - 24 10 - 28
Max. pressure [bar] 10 bar

Material versions
I (AISI 304) Standard
N (AISI 316L) Optional

Hydraulic connection 
(dimensions)

Rp (inlet - outlet) - Standard 1"¼ - 1" 1"¼ - 1" 1"½ - 1"¼ 2" - 1"½ 2" - 1"½
NPT (inlet - outlet) - Optional 1"¼ - 1" 1"¼ - 1" 1"½ - 1"¼ 2" - 1"½ 2" - 1"½
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MH -Horizontal multistage pumps

GENERAL FEATURES

FAMILY CURVES
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Special version: "Blank” (without variable frequency drive)
“DT” (equipped with DrivE-Tech)
“DM” (equipped with DrivE-Tech MINI)
“DC” (equipped with DrivE-Tech COMPACT)

Motor type

Mechanical seal: "VBE" (Ceramic/Carbon graphite/EPDM)
"BQE" (Carbon graphite/Silicon carbide/EPDM)
"QQE" (Silicon carbide/Silicon carbide/EPDM)
"QQV" (Silicon carbide/Silicon carbide/FKM)
"QUV" (Silicon carbide/Tungsten carbide/FKM)

"DQQV" (Silicon carbide/Silicon carbide/FKM)
with stopper pin

"DQUV" (Silicon carbide/Tungsten carbide/FKM)
with stopper pin

Motor power (kW x 10)

Motor voltage: "2" (230V, 1~), "8" (380/415V, 3~), "9" (415V, 3~)
"B" (230/400V, 3~), "C" (400/600V, 3~)

Frequency: “5” (3000 rpm, 50 Hz)

Motor phase: ‘’M’’ (Single-phase), ‘’T’’ (Three-phase)

Pump version: ‘’S’’ (Standard), "M" (oversized motor)

Material versions: "I" (AISI 304), "N" (AISI 316L)

Number of stages

Pump model

Rated flow [m³/h]

MH -Horizontal multistage pumps
PRODUCT IDENTIFICATION CODE
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Model Type
Position

Temperature [°C]A 
Stationary part

B 
Rotating part

C 
Other components

D 
Elastomers

MH 3-5-9

VBE V B G E Ceramic alumina Carbon graphite AISI 316 EPDM -15 / +110

MH 15-20

BQE B Q G E Carbon graphite Silicon Carbide (SiC) AISI 316 EPDM -15 / +110

Model Type
Position

Temperature [°C]A 
Stationary part

B 
Rotating part

C 
Other components

D 
Elastomers

QQE Q Q G E Silicon Carbide (SiC) Silicon Carbide (SiC) AISI 316 EPDM -15 / +110
QQV* Q Q G V Silicon Carbide (SiC) Silicon Carbide (SiC) AISI 316 FKM -10 / +110
QUV* Q U G V Silicon Carbide (SiC) Tungsten Carbide AISI 316 FKM -10 / +110

* Available with stopper pin version “D...” (ex. QQV - standard version --> DQQV - with anti-rotation pin)

Type Material

B Carbon graphite
E EPDM
G AISI 316
Q Silicon Carbide (SiC)
V FKM
V Ceramic alumina
U Tungsten Carbide

STANDARD VERSION

AVAILABLE ON REQUEST

Mechanical seal specifications

A

B

C

D
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Efficiency class PN [kW]

Efficiency %

∆ 230 V
Y 400 V

Δ 400 V
Y 690 V

4/4 3/4 2/4 4/4 3/4 2/4

IE3

0,75 81,8 81,4 78,3 - - -
1,1 83,4 83,3 80,9 - - -
1,5 85,6 86 84,5 - - -
2,2 87,1 87,1 85,5 - - -
3 87,1 87,5 86,1 - - -
4 - - - 88,1 88,7 87,7

5,5 - - - 89,2 89,4 88,1

Efficiency 
class

PN [kW] Motor size
Input current 

IN [A] Capacitor
230 V - 50 Hz

nN [min-1] IS [A] Eff. % cos φ TN [Nm] TS [Nm] TMAX [Nm]
230 V [µF] [V]

IE2

0,55 71 3,4 16 450 2840 18,3 74,7 0,9 1,8 1,1 5,1
0,75 71 4,5 20 450 2860 21,3 78,6 0,9 2,5 1,2 5,1

1,1 80 6 30 450 2900 36,4 79,3 1 3,6 0,9 6,6
1,5 80 8,1 40 450 2870 45,9 80,5 1 5 2,2 9,8

Motor specifications 50 Hz
	� Asynchronous, TEFC (Totally Enclosed, Fan-Cooled)
	� 2 poles
	� Protection Degree: IPX5
	� Insulation class: F
	� Frequency of starts:
•	 Max. 60 starts/hour for motor power up to 3 kW (with min. 1 minute resting time)
•	 Max. 30 starts/hour for motor power from 4 kW (with min. 2 minute resting time)

	� High Efficiency single-phase motors according to EU Regulation 2019/1781
	� Standard voltage: 220-240 V ± 5%
	� Thermal protection built into the motor

	� High Efficiency three-phase motors of 0.75 kW according to EU Regulation 2019/1781
	� Efficiency class: IE3 (Premium Efficiency) according to IEC 60034-30-1:2014
	� Electrical performance according to IEC 60034-2-1:2007
	� Standard voltage:
•	 220-240 / 380-415 V ± 5 % up to 3 kW
•	 380-415 / 660-690 V ± 5 % from 4 kW
•	 Thermal protection to be provided into the starter panel by the installer

SINGLE-PHASE VERSION

THREE-PHASE VERSION
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PN [kW] Motor size No. of poles fN [Hz]
400 V - 50 Hz

cos φ IS / IN TN [Nm] TS / TN TM / TN

0,75 71 0 0 0,8 6,8 2,5 3,6 3,7
1,1 80

2 50

0,8 5,9 3,7 3,2 3,1
1,5 80 0,83 6,8 4,9 3,2 3,2
2,2 90 0,82 9,6 7,2 4,3 4,4
3 90 0,83 9,6 9,9 4,7 4,9
4 100 0,85 8,1 13,2 2,8 3

5,5 112 0,81 8,4 18,1 4,3 4,5

PN [kW]

VOLTAGE UN

nN [min-1]

Motor operating conditions

∆ 230 V Y 400 V Δ 400 V Y 690 V Altitude above sea 
level [m]

T. amb min/max 
[°C] ATEX

IN [A]

0,75 3,1 1,8 - - 2860

≤ 1000 -15 / 40 NO

1,1 4,1 2,4 - - 2880
1,5 5,2 3 - - 2880
2,2 7,6 4,4 - - 2910
3 10,4 6 - - 2900
4 - - 7,7 4,4 2900

5,5 - - 11 6,4 2900

Ref. No. Description

20.03 Motor bracket
20.06 Kit bearings
60.01 Motor housing and stator
60.02 Bearing housing
60.03 Fan
60.04 Fan cover and screws
60.05 Motor tie rods
60.06 Kit motor spare components
60.07 Motor housing foot
60.08 Terminal box cover and base
60.09 Terminal board

Motor specifications 50 Hz

MOTOR SPARE PARTS

THREE-PHASE VERSION

20.03

20.06

60.08

60.09

60.02

20.06

60.04

60.03

60.06 60.06

60.0560.01

60.07

60.04
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ErP regulation
Information related to energy performance of the motor, according to Reg. 2019/1781 CE and modifications:
1)	 rated efficiency (ηΝ) at the full, 75 % and 50 % rated load and voltage (UN), see motor nameplate or the catalogue (http://franklinwater.

eu/products/);

2)	 efficiency level: see motor nameplate or the catalogue (http://franklinwater.eu/products/);

3)	 the year of manufacture: see motor nameplate;

4)	 manufacturer’s name or trade mark, commercial registration number and address; see the motor nameplate;

5)	 product’s model identifier: see motor nameplate or the catalogue (http://franklinwater.eu/products/);

6)	 number of poles of the motor: see motor nameplate or the catalogue (http://franklinwater.eu/products/);

7)	 the rated power output(s) PN or range of rated power output (kW): see motor nameplate or the catalogue (http://franklinwater.eu/
products/);

8)	 the rated input frequency(s) of the motor (Hz): see motor nameplate or the catalogue (http://franklinwater.eu/products/);

9)	 the rated voltage(s) or range of rated voltage (V): see motor nameplate or the catalogue (http://franklinwater.eu/products/);

10)	 the rated speed(s) or range of rated speed (rpm): see motor nameplate or the catalogue (http://franklinwater.eu/products/);

11)	 either single-phase or three-phase;

12)	 information on the range of operating conditions for which the motor is designed:

a.	Altitude above sea level: 0-1000 m;

b.	Ambient air temperature: max. 40°C;

c.	---;

d.	maximum operating temperature:: max. 60°C;

e.	---
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Ref. No. Description Material

Reference standard

I version N version

ASTM/AISI DIN/EN ASTM/AISI DIN/EN

20.00 Outer case Stainless steel AISI 304 14.301 AISI 316 L 14.404
20.01 Mechanical seal housing Stainless steel AISI 304 14.301 AISI 316 L 14.404
20.05 Filling plug Stainless steel AISI 304 14.301 AISI 316 14.401
30.00 Pump shaft Stainless steel AISI 304 14.301 AISI 316 14.401
30.01 Kit mechanical seal Carbon graphite / Ceramic alumina / EPDM
30.02 Mechanical seal fastening kit Stainless steel AISI 304 14.301 AISI 316 14.401
30.03 Kit O-rings EPDM
40.00 Stage housing and diffuser Stainless steel AISI 304 14.301 AISI 316 L 14.404
40.02 Floating neck ring Stainless steel / PPS AISI 304 14.301 AISI 316 L 14.404
40.03 Initial stage housing Stainless steel AISI 304 14.301 AISI 316 L 14.404
40.04 Last Stage with diffuser Stainless steel AISI 304 14.301 AISI 316 L 14.404
50.00 Impeller Stainless steel AISI 304 14.301 AISI 316 L 14.404
50.01 Impeller spacer Stainless steel AISI 304 14.301 AISI 316 L 14.404

3-5-9 MH
Parts and material

PARTS IN CONTACT WITH LIQUID

40.03

40.00
40.04

30.03

20.0120.00

30.01

30.02

20.12
20.05

20.12

50.00

30.02

30.00

50.01

40.02

40.06

50.03

50.02

50.03
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Ref. No. Description

20.00 Outer case
20.01 Mechanical seal housing
20.03 Motor bracket
20.05 Filling plug
20.12 Support foot and screws
30.00 Pump shaft
30.01 Kit mechanical seal
30.02 Mechanical seal fastening kit

Ref. No. Description

30.03 Kit O-rings
40.00 Stage housing and diffuser
40.02 Floating neck ring
40.03 Initial stage housing
40.04 Last Stage with diffuser
50.00 Impeller
50.01 Impeller spacer

Parts and material
PARTS LIST
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15-20 MH
Parts and material

10.03

10.03

40.04

30.00

30.00

20.03

60.06

20.01

20.01

40.00

20.00
40.06

40.02
30.03

30.03

40.03

40.03

30.03

30.02

20.05

20.13
10.08

10.08

50.03 50.02
50.01

50.00

20.05

10.03

10.03

30.02

30.01
20.12

60.06

40.04

60.06

60.06

20.0340.0020.00

40.06

40.02

30.03

20.05

30.02

20.13 50.03
50.02

50.01

50.00

20.05

30.02
30.01

20.12

00
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00
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Ref. No. Description Material

Reference standard

I version N version

ASTM/AISI DIN/EN ASTM/AISI DIN/EN

20.00 Outer case Stainless steel AISI 304 14.301 AISI 316 L 14.404
20.01 Mechanical seal housing Stainless steel AISI 304 14.301 AISI 316 L 14.404
20.05 Filling plug Stainless steel AISI 304 14.301 AISI 316 14.401
20.13 Inlet cover Stainless steel AISI 304 14.301 AISI 316 14.401
30.00 Pump shaft Stainless steel AISI 304 14.301 AISI 316 14.401
30.01 Kit mechanical seal Carbon graphite / Silicon Carbide (SiC) / EPDM
30.02 Mechanical seal fastening kit Stainless steel AISI 304 14.301 AISI 316 14.401
30.03 Kit O-rings EPDM
40.00 Stage housing and diffuser Stainless steel AISI 304 14.301 AISI 316 L 14.404
40.02 Floating neck ring Stainless steel / PPS AISI 304 14.301 AISI 316 L 14.404
40.03 Initial stage housing Stainless steel AISI 304 14.301 AISI 316 L 14.404
40.04 Last Stage with diffuser Stainless steel AISI 304 14.301 AISI 316 L 14.404
40.06 Stage housing and diffuser with bearing Stainless steel / Silicon Carbide (SiC) AISI 304 14.301 AISI 316 L 14.404
50.00 Impeller Stainless steel AISI 304 14.301 AISI 316 L 14.404
50.01 Impeller spacer Stainless steel AISI 304 14.301 AISI 316 L 14.404
50.02 Intermediate sleeve Silicon Carbide (SiC)
50.03 Intermediate sleeve spacer Stainless steel AISI 304 14.301 AISI 316 L 14.404

Ref. No. Description

10.03 Tie bolts, washers and nuts
10.08 Pre-load flange
20.00 Outer case
20.01 Mechanical seal housing
20.03 Motor bracket
20.05 Filling plug
20.12 Support foot and screws
20.13 Inlet cover
30.00 Pump shaft
30.01 Kit mechanical seal
30.02 Mechanical seal fastening kit

Ref. No. Description

30.03 Kit O-rings
40.00 Stage housing and diffuser
40.02 Floating neck ring
40.03 Initial stage housing
40.04 Last Stage with diffuser
40.06 Stage housing and diffuser with bearing
50.00 Impeller
50.01 Impeller spacer
50.02 Intermediate sleeve
50.03 Intermediate sleeve spacer
60.06 Kit motor spare components

PARTS IN CONTACT WITH LIQUID

PARTS LIST

Parts and material
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Pump model

Rated power

Q = Delivery

l/min 0 16,7 25 33,3 50 75 100

m³/h 0 1 1,5 2 3 4,5 6

1 x 230V 3 x 400V US gpm 0 4,4 6,6 8,8 13,2 19,8 26,4

[kW] [HP] [kW] [HP] H = Total meters head of water column [m]

3MH02 0,55 0,75 0,75 1 22,4 20 18,7 15,5 9,7
3MH03 0,55 0,75 0,75 1 33,2 29,3 27,4 22,5 13,8
3MH04 0,55 0,75 0,75 1 43,7 38,3 35,6 29,1 17,5
3MH05 0,75 1 0,75 1 54 46,8 43,4 35,2 20,7
3MH06 1,1 1,5 1,1 1,5 65,1 56,7 52,6 42,8 25,4
3MH07 1,1 1,5 1,1 1,5 75,3 65,1 60,2 48,7 28,4
3MH08 1,5 2 1,5 2 87,6 77 71,7 58,8 35,6
3MH09 1,5 2 1,5 2 98 85,8 79,8 65,2 39,1

Application range

Pump model

Rated power

Q = Delivery

l/min 0 25 33,3 50 75 100 116,7 133,3

m³/h 0 1,5 2 3 4,5 6 7 8

1 x 230V 3 x 400V US gpm 0 6,6 8,8 13,2 19,8 26,4 30,8 35,2

[kW] [HP] [kW] [HP] H = Total meters head of water column [m]

5MH02 0,55 0,75 0,75 1 23,5 21,7 20,5 18,3 15 11,8
5MH03 0,55 0,75 0,75 1 34,8 31,9 30 26,5 21,3 16,5
5MH04 1,1 1,5 1,1 1,5 46,2 42,4 39,9 35,2 28,4 21,9
5MH05 1,1 1,5 1,1 1,5 57,3 52,1 48,8 42,7 34 25,8
5MH06 1,5 2 1,5 2 69,5 64 60,3 53,4 43,2 33,6
5MH07 1,5 2 1,5 2 80,7 73,9 69,5 61,3 49,2 37,9
5MH08 - - 2,2 3 93,9 87,1 82,6 73,8 60,6 47,9
5MH09 - - 2,2 3 105,4 97,5 92,3 82,4 67,4 53

Application range

Pump model

Rated power

Q = Delivery

l/min 0 33,3 50 75 100 116,7 133,3 166,7 200 233,3 283,3

m³/h 0 2 3 4,5 6 7 8 10 12 14 17

1 x 230V 3 x 400V US gpm 0 8,8 13,2 19,8 26,4 30,8 35,2 44 52,8 61,6 74,7

[kW] [HP] [kW] [HP] H = Total meters head of water column [m]

9MH02 0,75 1 0,75 1 23,7 22 20,8 19,7 18,9 18,1 15,6 11,9 6,9
9MH03 1,1 1,5 1,1 1,5 35,3 32,7 30,8 29,1 27,9 26,6 22,8 17,2 9,7
9MH04 1,5 2 1,5 2 47,4 44,2 41,9 39,7 38,2 36,5 31,7 24,3 14,4
9MH05 - - 2,2 3 60,1 56,6 54 51,4 49,7 47,8 42,1 33 20,7
9MH06 - - 2,2 3 71,8 67,4 64,2 61 58,9 56,5 49,5 38,5 23,7
9MH07 - - 3 4 84,3 79,4 75,8 72,2 69,9 67,1 59,2 46,5 29,3
9MH08 - - 3 4 96 90,3 86,1 81,9 79,2 76 66,8 52,2 32,5

Application range

Hydraulic performance 50 Hz
3MH

5MH

9MH
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Pump model
Rated power

Q = Delivery

l/min 0 116,7 133,3 166,7 200 233,3 283,3 333,3 400 466,7

m³/h 0 7 8 10 12 14 17 20 24 28

US gpm 0 30,8 35,2 44 52,8 61,6 74,7 87,9 105,5 123,1

[kW] [HP] H = Total meters head of water column [m]

15MH02 1,5 2 28,5 25 24 22,9 21,7 19,2 15,9 10,3
15MH03 2,2 3 43,3 38,3 36,9 35,3 33,5 29,9 25 16,5
15MH04 3 4 57,9 51,4 49,5 47,4 45 40,3 33,8 22,5
15MH05 4 5,5 72,6 64,5 62,2 59,6 56,7 50,8 42,7 28,6
15MH06 5,5 7,5 87,5 78,2 75,5 72,5 69 62,1 52,5 35,6
15MH07 5,5 7,5 101,9 90,8 87,5 84 79,8 71,7 60,5 40,7

Application range

Pump model
Rated power

Q = Delivery

l/min 0 133,3 166,7 200 233,3 283,3 333,3 400 466,7 533,3

m³/h 0 8 10 12 14 17 20 24 28 32

US gpm 0 35,2 44 52,8 61,6 74,7 87,9 105,5 123,1 140,9

[kW] [HP] H = Total meters head of water column [m]

20MH02 2,2 3 31,2 27,9 27,2 26,5 25,3 23,1 18,5 12,7
20MH03 3 4 46,8 41,9 40,8 39,8 37,8 34,6 27,7 19
20MH04 4 5,5 62,5 56 54,6 53,2 50,6 46,3 37,2 25,6
20MH05 5,5 7,5 78,5 70,6 68,9 67,3 64,1 58,9 47,6 33,2

Application range

Hydraulic performance 50 Hz
15MH

20MH



Pump model Motor 
size

Motor rated 
power Input power Input current

[A] Dimensions [mm] Weight 
[kg]

[kW] [HP] [kW] 220-240V 380-415V A F ØB H L1 L2 L3

3MH02-IS-T5B007-VBE-W3 71 0,75 1 0,41 1,93 1,11 103 383 139 190 70 122 - 11
3MH03-IS-T5B007-VBE-W3 71 0,75 1 0,57 2,11 1,22 103 383 139 190 70 122 - 11,2
3MH04-IS-T5B007-VBE-W3 71 0,75 1 0,72 2,37 1,37 127 407 139 190 70 122 - 15
3MH05-IS-T5B007-VBE-W3 71 0,75 1 0,87 2,69 1,55 151 431 139 190 70 122 - 15,5
3MH06-IS-T5B011-VBE-W3 80 1,1 1,5 1,1 3,6 2,1 175 475 156 201 70 133 - 17,3
3MH07-IS-T5B011-VBE-W3 80 1,1 1,5 1,3 4 2,3 199 499 156 201 70 133 180 17,9
3MH08-IS-T5B015-VBE-W3 80 1,5 2 1,39 4,78 2,76 223 523 156 201 70 133 204 23,8
3MH09-IS-T5B015-VBE-W3 80 1,5 2 1,55 5,13 2,96 247 547 156 201 70 133 228 24,5

Pump model Motor 
size

Motor rated 
power Input power Capacitor

450 V
Input current

[A] Dimensions [mm] Weight 
[kg]

[kW] [HP] [kW] [µF] 220-240V A F ØB H L1 L2 L3 L4

3MH02-IS-M52003-VBE-W2 71 0,55 0,75 0,46 16 2,5 103 363 139 194 70 102 - 85 11
3MH03-IS-M52005-VBE-W2 71 0,55 0,75 0,6 16 3 103 363 139 194 70 102 - 85 11,2
3MH04-IS-M52005-VBE-W2 71 0,55 0,75 0,76 16 3,7 127 387 139 194 70 102 - 85 11,6
3MH05-IS-M52007-VBE-W2 71 0,75 1 0,91 20 4,3 151 411 139 194 70 102 - 85 12,1
3MH06-IS-M52011-VBE-W2 80 1,1 1,5 1,13 30 5,4 175 435 156 210 70 133 - 103 16,5
3MH07-IS-M52011-VBE-W2 80 1,1 1,5 1,28 30 6 199 499 156 210 70 133 180 103 17,1
3MH08-IS-M52015-VBE-W2 80 1,5 2 1,43 40 6,9 223 523 156 210 70 133 204 103 18,8
3MH09-IS-M52015-VBE-W2 80 1,5 2 1,58 40 7,5 247 547 156 210 70 133 228 103 19,5
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The hydraulic characteristics are guaranteed, according to ISO standard 9906:2012, grade 3B

3MH - Performance curves



Pump model Motor 
size

Motor rated 
power Input power Input current

[A] Dimensions [mm] Weight 
[kg]

[kW] [HP] [kW] 220-240V 380-415V A F ØB H L1 L2 L3

5MH02-IS-T5B007-VBE-W3 71 0,75 1 0,55 2,08 1,2 103 383 139 190 70 122 - 11
5MH03-IS-T5B007-VBE-W3 71 0,75 1 0,77 2,48 1,43 103 383 139 190 70 122 - 11,2
5MH04-IS-T5B011-VBE-W3 80 1,1 1,5 1,1 3,6 2,1 127 427 156 201 70 133 - 15
5MH05-IS-T5B011-VBE-W3 80 1,1 1,5 1,3 4 2,3 151 451 156 201 70 133 - 15,5
5MH06-IS-T5B015-VBE-W3 80 1,5 2 1,5 5,03 2,9 175 475 156 201 70 133 - 17,3
5MH07-IS-T5B015-VBE-W3 80 1,5 2 1,72 5,55 3,2 199 499 156 201 70 133 180 17,9
5MH08-IS-T5B022-VBE-W3 90 2,2 3 2,06 6,78 3,92 223 575 172 207 70 148 204 23,8
5MH09-IS-T5B022-VBE-W3 90 2,2 3 2,29 7,37 4,25 247 599 172 207 70 148 228 24,5

Pump model Motor 
size

Motor rated 
power Input power Capacitor

450 V
Input current

[A] Dimensions [mm] Weight 
[kg]

[kW] [HP] [kW] [µF] 220-240V A F ØB H L1 L2 L3 L4

5MH02-IS-M52005-VBE-W2 71 0,55 0,75 0,59 16 3 103 363 139 194 70 102 - 85 11
5MH03-IS-M52005-VBE-W2 71 0,55 0,75 0,81 16 3,9 103 363 139 194 70 102 - 85 11,2
5MH04-IS-M52011-VBE-W2 80 1,1 1,5 1,1 30 5,3 127 427 156 210 70 133 - 103 15
5MH05-IS-M52011-VBE-W2 80 1,1 1,5 1,32 30 6,2 151 451 156 210 70 133 - 103 15,5
5MH06-IS-M52015-VBE-W2 80 1,5 2 1,53 40 7,3 175 475 156 210 70 133 - 103 17,3
5MH07-IS-M52015-VBE-W2 80 1,5 2 1,74 40 8,2 199 499 156 210 70 133 180 103 17,9

5MH - Technical data
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The hydraulic characteristics are guaranteed, according to ISO standard 9906:2012, grade 3B

5MH - Performance curves



Pump model Motor 
size

Motor rated 
power Input power Input current

[A] Dimensions [mm] Weight 
[kg]

[kW] [HP] [kW] 220-240V 380-415V A F ØB H L1 L2 L3

9MH02-IS-T5B007-VBE-W3 71 0,75 1 0,87 2,69 1,55 118 402 139 190 74 122 - 11,6
9MH03-IS-T5B011-VBE-W3 80 1,1 1,5 1,3 4,2 2,4 118 422 156 201 74 133 - 15,6
9MH04-IS-T5B015-VBE-W3 80 1,5 2 1,7 5,49 3,17 148 452 156 201 74 133 - 17,5
9MH05-IS-T5B022-VBE-W3 90 2,2 3 2,2 7,14 4,12 178 534 172 207 74 148 - 23
9MH06-IS-T5B022-VBE-W3 90 2,2 3 2,61 8,18 4,72 208 564 172 207 74 148 192 23,75
9MH07-IS-T5B030-VBE-L3 90 3 4 3,08 9,46 5,46 238 621 179 221 74 172 222 26,4
9MH08-IS-T5B030-VBE-L3 90 3 4 3,49 10,43 6,02 268 651 179 221 74 172 252 27

Pump model Motor 
size

Motor rated 
power Input power Capacitor

450 V
Input current

[A] Dimensions [mm] Weight 
[kg]

[kW] [HP] [kW] [µF] 220-240V A F ØB H L1 L2 L4

9MH02-IS-M52007-VBE-W2 71 0,75 1 0,91 20 4,3 118 382 139 194 74 102 85 11,6
9MH03-IS-M52011-VBE-W2 80 1,1 1,5 1,35 30 6,3 118 422 156 210 74 133 103 15,6
9MH04-IS-M52015-VBE-W2 80 1,5 2 1,74 40 8,2 148 452 156 210 74 133 103 17,5

9MH - Technical data
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3 ~ version 1 ~ version
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The hydraulic characteristics are guaranteed, according to ISO standard 9906:2012, grade 3B

9MH - Performance curves



Pump model Motor 
size

Motor rated 
power

Input 
power

Input current
[A] Dimensions [mm] Weight 

[kg]
[kW] [HP] [kW] 220-240V 380-415V 660-690V A F ØB H H1 L1 L2 L3 M N N1

15MH02-IS-T5B015-BQE-L3 80 1,5 2 1,6 5,26 3,04 - 144 485 162 224 100 113 129 - - - - 20
15MH03-IS-T5B022-BQE-L3 90 2,2 3 2,45 7,78 4,49 - 144 532 179 231 100 113 173 - - - - 24,2
15MH04-IS-T5B030-BQE-L3 90 3 4 3,28 9,93 5,73 - 192 615 179 231 100 113 173 - - - - 28,6
15MH05-IS-T5C040-BQE-L3 100 4 5,5 4,09 - 7,02 4,05 240 670 194 246 100 150 - 279 170 160 192 35,5
15MH06-IS-T5B055-BQE-L3 112 5,5 7,5 4,95 - 9,28 5,36 288 732 218 263 112 152 - 329 180 190 220 47,5
15MH07-IS-T5B055-BQE-L3 112 5,5 7,5 5,71 - 10,33 5,97 336 780 218 263 112 152 - 377 180 190 220 48,5

15MH - Technical data
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The hydraulic characteristics are guaranteed, according to ISO standard 9906:2012, grade 3B

15MH - Performance curves



Pump model Motor 
size

Motor rated 
power

Input 
power

Input current
[A] Dimensions [mm] Weight 

[kg]
[kW] [HP] [kW] 220-240V 380-415V 660-690V A F ØB H H1 L1 L2 L3 M N N1

20MH02-IS-T5B022-BQE-L3 90 2,2 3 2,29 7,38 4,26 - 144 532 179 231 100 113 173 - - - - 24,5
20MH03-IS-T5B030-BQE-L3 90 3 4 3,43 10,28 5,93 - 144 567 179 231 100 113 173 - - - - 27,5
20MH04-IS-T5C040-BQE-L3 100 4 5,5 4,53 - 7,7 4,45 192 622 194 246 100 150 - 231 170 160 192 34,6
20MH05-IS-T5C055-BQE-L3 112 5,5 7,5 5,69 - 10,31 5,95 240 684 218 263 112 152 - 281 180 190 220 46

20MH - Technical data
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The hydraulic characteristics are guaranteed, according to ISO standard 9906:2012, grade 3B

20MH - Performance curves
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Description Ø

Victaulic adapter Rp1’’ Thr. 316L 1"
Victaulic adapter Rp1’’½ Thr. 316L 1" ’½
Victaulic adapter Rp1’’¼ Thr. 316L 1" ¼
Victaulic adapter Rp2’’ Thr. 316L 2"

Accessories
VICTAULIC ADAPTER - AISI 316L
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